
      
 
 

 
 

 
 

 
 

   

   

   

  

  

  

  

 

 

 

 

 
 

 

MAXIMUM WEIGHT LIMITATIONS IN POUNDS 
For Forest Products Cut Crosswise, Abrasives or Salt Used for Winter Road Maintenance 

Wisconsin Department of Transportation 
SP4443 1196 s.348.175 Wis. Stats. 

Does Not Apply to the National System of Interstate and Defense Highways. 

Winter (Frozen Road) Weights 

23,000 pounds for a Single Axle 

Distance in feet 
Front to Rear Axle 

Centers of Axle 
Groups 

2 Consecutive 
Axles of 2 axle 

vehicle or a 
vehicle or 

combination 
having 3 or more 

axles 

3 consecutive axles 
of 3 axle vehicle or a 

vehicle or 
combination having 

4 or more axles 

4 consecutive axles 
of a vehicle (not in 

combination) 
having 4 or more 

axles 

4 consecutive axles 
of a combination of 
vehicles having 5 or 

more axles 

4 38,000 

5 38,000 

6 

7 

8 

38,000 

46,000 * 46,000 

46,000 

9 55,000 

10 55,500 

11 

12 

56,500 

57,000 67,500 

61,500 

62,000 

13 61,000 ** 72,000 62,500 

* - Maximum allowed at 7 ft. or more 

** - Maximum allowed at 13 ft. or more 

The gross weight imposed on the highway by all axles of a vehicle or combination of vehicles shall not 
exceed 98,000 pounds. 

Weight measured in pounds. 


