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RUBBERIZED MEMBRANE WATERPROOFING
Date : 6/10/2014
Membrane Name Primer Mastic Manufacturer Info

Bituthene 3000 Membrane WP-3000 or Bituthene B2 LVC (1) Bituthene Mastic WR Grace and Company

Protecto Wrap M-400 Membrane No. 80 Primer JS - 160H

CCW Miradri 860/861(2) CCW AWP or CCW-702(3) CCW 704 mastic

MEL-ROL (W.R.Meadows) Sealtight MEL-Primer Sealtight mastic

Tamko TW-60 TWP-1 - Quick dry primer or TWM-1 Tamko Roofing Products, Inc
TWP-2 - Water based primer 220 W. Fourth Street

P.O. Box 1401
Joplin, MO  64802
1-800-641-4691
www.tamko.com

(1)  Bituthene B2 LVC Primer only when waterproofing with Bituthene systems on "green"  concrete (less than 7 days old).
(2) The Miradri product line has been acquired by Carlisle Coatings and Waterproofing. The named components are direct replacements.
(3) Use Carlisle (Miradri) Green Concrete Primer CCW-715 when waterproofing with Carlisle (Miradri) systems on "green" concrete (less than 7 days old).

NOTE! :  Each of a membrane system component as listed above is to be used in combination exclusively

with the system as listed and MUST NOT be intermingled with components from another system
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