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	TRAFFIC FORECAST REQUEST
	Wisconsin Department of Transportation

DTIM Traffic Forecasting

4802 Sheboygan Ave, Room 901 HFTSB

Madison, WI  53707

	Wisconsin Department of Transportation

DT1601       5/2015
	



Instructions on how to complete form DT1601 Traffic Forecast Request form.
· The first section of DT1601 should be completed to provide the contact information for the parties submitting the forecast request (Region Contact, Project Manager, Project Supervisor, and Consultant). In this section the Due Date - Requested Completion of Forecast is required (a due date of ASAP is not accepted). Failure to provide a due date, or a due date of ASAP will be automatically assigned a completion date of 4 to 6 weeks after the request was received.
· The “Project Description” section of form DT1601 should be filled out with specific information about the project itself. Please provide as much detail about the project description and location as possible to help expedite the forecasting process. In the case of a forecast being provided for a Traffic Impact Analysis (TIA) and/or Corridor Study it may be necessary to attach additional documentation to identify the specific location and size of the proposed development(s). It is critical that you identify the estimated year of construction (EYC) and the additional years that require forecast projections (i.e. EYC + 10, EYC + 20).
· The “Design Information Requested” section of form DT1601 tells the forecasting section exactly what type of forecast should be completed. Please identify whether forecasts are needed for the segments (mainline and/or side streets) and/or intersections. 
If forecasts are needed for specific times, please be sure to indicate the exact times the forecasts are needed (a.m., p.m., mid-day, Saturday, Special). Please note if you want all intersections to be forecasted based on the same peak hour. 
· It should be noted that all mainline forecasts will provide the following information: % ADT in DHV (K250, K100, and K30); % ADT in the Peak Hour Volume (P); % Trucks in the DHV, T (DHV); and Truck Classification for pavement design, but can be specifically requested by checking the “Mainline Design Hour Volumes (DHV)” box located within the Segment Forecasts box.  Intersection turning movement forecasts provide the turning movement volume for a specific time period (i.e. 7:00 a.m. -8:00 a.m.).
· The following provides some advice as to what information should be requested for specific types of projects:

· Bridge Resurface, Pavement Replacement, Reconstruction, and Pavement Analysis – you will need to check 
the following in the Segment Forecasts box: (1) Mainline AADT volumes (2-way total) and (2) Mainline Design Hour Volumes (DHV).

· TIAs and Intersection Traffic Control Analysis – you will need to check the following in the Segment Forecasts box: 
(1) Mainline AADT volumes (2-way total) and (2) Volumes for Major Intersecting Roads (2-way total AADT). In addition, the following items will need to be checked in the Turning Movement Forecasts box: Turning Movement Volumes for Peak Hour Time Periods “a.m., Mid-day, p.m., Saturday, 24-Hour AADT, and/or Special”. Please make sure to only check the peak hour time periods needed for the study, to avoid unnecessary work and potential delay.

· In the Other Forecast Data box under the “Design Information Requested” section, please identify whether special forecasts are needed for Select Zone/Select Link forecasts (available in travel demand model areas only). If a Select Link forecast is being requested, please identify the roadway segment and limits that the Select Link should be completed for. If a Select Zone is being requested, please identify the boundary of the area where a Select Zone should be performed.
· Under the “Attachment” section of form DT1601 please attach as much information about the project as possible. 
Information that should be attached, if available include:
· Map identifying project limits and specific segments and intersections to be forecasted (Required)
· List of intersections to be forecasted
· Previous Forecasts
· Concept Definition Report
· All TIA information that would affect traffic forecast (assumed improvements, location/size)
· Special Counts that were collected for mainline, intersecting, and/or frontage roads
· Turning Movement Counts - Note: turn counts need to be within the last 3 years
(Required for turning movement forecasts) 
· Finally, provide an explanation of any specific details that would aide in the completion of the forecast. If a forecast needs to be completed for more than one alternative, this is the section where details about the proposed alternatives should be provided. Additionally, if mainline forecasts for a specific peak hour (i.e. 7:00 a.m. -8:00 a.m.) and/or directional AADT volumes are needed, this is the section where these types of forecasts can be requested. 
Please allow 4 to 6 weeks for the completion of a traffic forecast.
	SUBMIT:

	For expedited service, please submit an electronic copy of the completed DT1601 form to the Region Traffic Forecasting Contact  (TFC). The Region Contacts are listed in the Transportation Planning Manual in Chapter 9: Section 1 - Table 1.4.2.

	QUESTIONS
	Regions please email an electronic version of the final forecast request (DT1601) and related attachments to:
	For other forecasting-related questions please contact:

	
	
	Vu Dang

Traffic Forecasting, BOPED, DTIM,

Telephone: (608) 266-2571

E-mail: Vu.Dang@dot.wi.gov 
	
	Jennifer Murray, AICP

Traffic Forecasting Chief, BOPED, DTIM

Telephone: (608) 264-8722

Email: Jennifer.Murray@dot.wi.gov


	Submitted By – Name (First, MI, Last)

     
	Region

     
	Request Date (m/d/yyyy)

     

	Region Contact – Name (First, MI, Last)

     
	Region Contact - Email ID

     
	Due Date (Requested Completion of Forecast)

     

	Consultant
	Name (First, MI, Last)

     
	Project Manager
	Name (First, MI, Last)

     
	Project Supervisor
	Name (First, MI, Last)

     

	
	(Area Code) Telephone Number
     
	
	(Area Code) Telephone Number
     
	
	(Area Code) Telephone Number
     

	
	Email ID

     
	
	Email ID

     
	
	Email ID

     

	For TF Office Use Only

	Control Number

     
	Date Received (m/d/yyyy)

     .
	Assigned To

     
	Estimated Date of Completion

     
	Date Sent Out (m/d/yyyy)

     

	PROJECT DESCRIPTION

	Project ID(s)

     
	PS&E Date (m/d/yyyy)

     

	Charge Code

     
	Project Letting Process (PLP) Date (m/d/yyyy)

     

	County(ies)

     
	Project Type

     

	Route(s)

     

	Location Description (Project Termini)

     

	 FORMCHECKBOX 
 Yes
	 FORMCHECKBOX 
 No
	Are there other projects in the area that could affect this forecast?
	 FORMCHECKBOX 
 Yes
	 FORMCHECKBOX 
 No
	Have origin-destination surveys recently been conducted to provide information for this forecast?

	Forecast Years (EYC – Estimated Year of Construction)
	TIA Forecast Years (EYC – Estimated Year of Construction)

	
	EYC:
	     
	EYC+10:
	     
	EYC+20:
	     
	
	
	EYC:
	     
	EYC+10:
	     
	OR
	

	
	Other:
	     
	     
	     
	     
	     
	
	
	EYC + 5 Years after project build out:
	     
	     
	

	DESIGN INFORMATION REQUESTED – Check the box for each forecast element needed

	Segment Forecasts – Provide map of project area identifying roadways needing forecasts

	 FORMCHECKBOX 
 Mainline AADT Volumes (2-way total)
	 FORMCHECKBOX 
 Major Intersecting Roads/Side Street AADT Volumes (2-way total)

	 FORMCHECKBOX 
 Mainline Design Hour Volumes (DHV) – Please check the appropriate box below (standard on all mainline forecasts)

	
	 FORMCHECKBOX 
 % ADT in DHV (K250, K100, K30)
	
	 FORMCHECKBOX 
 Special DHV (K):  

	
	 FORMCHECKBOX 
 % Trucks in DHV, T(DHV) & Truck Classification
	
	 FORMCHECKBOX 
 % ADT in Design Peak Hour Volume (P)

	Intersection Turning Movement Forecasts – Provide turning movement data and map identifying study intersections

	 FORMCHECKBOX 
 Turning Movement Volumes for Peak Hour Time Periods:

	
	 FORMCHECKBOX 
 a.m.
	
	 FORMCHECKBOX 
 Mid-day
	
	 FORMCHECKBOX 
 p.m.
	
	 FORMCHECKBOX 
 Saturday
	
	 FORMCHECKBOX 
 24-Hour AADT
	 FORMCHECKBOX 
 Special:  

	Other Forecast Data

	 FORMCHECKBOX 
 Select Zone/Select Link for: (available for travel demand model areas only)

	Roadway Segment (Route)/Location:

     

	Location Description (Limits/Boundary):

     


ATTACHMENTS - Check the box next to each item attached

 FORMCHECKBOX 

County or Municipality map showing project location (Must accompany all requests)


 FORMCHECKBOX 

A copy of the concept definition report (if available) or Project Management Plan (PMP)


 FORMCHECKBOX 

Previous forecast for the highway facility (Completed within the last three years)


 FORMCHECKBOX 

Special counts for mainline, intersecting, and/or frontage roads


 FORMCHECKBOX 

A diagram that shows all locations for which the design engineer requires forecasts of turning movements


 FORMCHECKBOX 

Turning movement count data (preferably in excel format)


 FORMCHECKBOX 

Vehicle classification count data


 FORMCHECKBOX 

Origin-Destination Survey Data


 FORMCHECKBOX 

Excerpts from EIS for the project


 FORMCHECKBOX 

TIA Information:  Trip generation diagram showing new or anticipate land development that significantly affects or will affect traffic on the project section. On the diagram, specify the type of development, the year the WisDOT regional office/consultant expects the development to occur, and at least one of the following for each development: sq. footage, number of employees, acreage or dwelling units (whichever seems most appropriate for the specific development).
ADDITIONAL INFORMATION ABOUT THE PROJECT


Specify below other pertinent information/remarks.  Note if additional information is attached:
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