Fence Chain Link Vinyl Coated Retrofit X-Ft., Item SPV.0090.XX.

A  Description

This special provision describes furnishing and installing new vinyl clad chain link fencing to structures on the existing repainted framework in accordance with the pertinent plan details, section 616 of the standard specifications, as directed by the engineer and as hereinafter provided.
B  Materials 

Provide chain link fence with a bonded polyvinyl chloride (PVC) coating and conforming to AASHTO M181 type IV, class B.  Provide fabric woven of 9-gage wire in 2-inch diamond pattern mesh with both the top and bottom selvages knuckled.  Also provide PVC-coated ties and tension bars conforming to AASHTO M181.  Ensure that the color of all fencing components matches the color of the chain link fence fabric the plans specify.

C  Construction 

Color match the fencing components with the railing framework materials before painting the framework.  Install chain link fence fabric conforming to 616.3.3.3 and the plan details.  Touch up painted framework surfaces marred by fencing installation.

D  Measurement 

The department will measure Fence Chain Link Vinyl Coated Retrofit X-Ft. by the linear foot acceptably completed.
E  Payment 

The department will pay for the measured quantity at the contract unit price under the following bid item:

	ITEM NUMBER
	DESCRIPTION
	UNIT

	SPV.0090.XX
	Fence Chain Link Vinyl Coated Retrofit X-Ft.
	LF


Payment is full compensation for providing, fabricating, transporting, erecting and tensioning chain link fence fabric; for removal and disposal of existing chain link fence fabric; for painting the existing framework, including touch up; and for furnishing all labor, tools, equipment, materials and incidentals necessary to complete the work.
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