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CORRESPONDENCE/MEMORANDUM            State of Wisconsin 
 
Date:    November 6, 2013 
 
To:    Regional Directors 

Attention: Regional System Planning and Operations Sections 
 
From:    Brian Porter, P.E., PTOE 

State Traffic Safety Engineer 
 
Subject:  2012 Statewide Average Crash Rates 
 
The following tables show the 2012 statewide average crash rates.  Table 1 summarizes the 
statewide average crash rates on the state system and Table 2 summarizes the statewide 
average crash rates on the local system.  The Division of Transportation Investment 
Management (DTIM) provided the vehicle miles of travel (VMT) and the crash rates for the state 
system.  The University of Wisconsin‐Madison Traffic Operations and Safety Laboratory (UW 
TOPS Lab) provided the crash rates for the local system.  The Division of Motor Vehicles (DMV) 
provided the crash data from the original Motor Vehicle Accident Report (MV4000) forms. 
 
The state and local crash rates are reported differently based on recommendations from the 
safety engineering community.  This format is intended to better accommodate the end users of 
the data and aligns with current WisDOT business practices. 
 
In addition to the total crash rates, crash severity rates are also provided.  Injury crashes are 
broken out according to the definition in the Law Enforcement Officer’s Instruction Manual: 
 

 Type A: Incapacitating Injury ‐ Any injury other than a fatal injury, which prevents the 
injured person from walking, driving, or from performing other activities, which he/she 
performed before the accident. 

 

 Type B: Non‐incapacitating Injury ‐ Any injury, other than fatal or incapacitating, which 
is evident at the scene. Evidence of injury may include known symptoms of an injury, 
which are not directly observable. 

 

 Type C: Possible Injury ‐ Any injury which is not observable or evident at the scene but is 
claimed by the individual or suspected by the law enforcement officer. 
  

The definition of a reportable crash is based on reporting thresholds of $1000 for property 
damage to any one person’s property, $1000 for government‐owned vehicles, or $200 for any 
other government‐owned property, such as traffic control devices or guardrail.  Any crash that 
meets these criteria is categorized as Property Damage Only (PDO). 
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Table 1 

 
State Trunk Highway Crash Rates1 

5‐Year Average2 (2008‐2012)  
(Crashes per 100 million vehicle miles traveled) 

 
Meta‐manager State Trunk  

Highway Peer Group 
Total  Fatal 

Total 
Injury 

A  B  C  PDO 

1  Rural and Small Urban3 Freeways  37  0.3  10.0  1.6  4.2  4.2  26.8 

2  Rural and Small Urban3 Expressways  51  0.6  16.2  2.9  6.6  6.7  34.3 

3  Rural STN with 3500 to 8700 ADT  71  1.2  26.4  4.9  10.5  11.0  43.4 

4  Rural STN with 2000 to 3500 ADT  78  1.4  29.0  5.8  12.5  10.7  47.4 

5  Rural STN with 750 to 2000 ADT  101  1.8  37.6  6.8  16.9  13.9  61.5 

6  Rural STN with less than 750 ADT  153  2.7  62.7  12.3  29.9  20.5  87.7 

7  Large Urban4 Freeways  73  0.3  20.1  1.5  6.0  12.6  52.9 

8  Large Urban4 Divided Highways  299  0.7  101.6  6.4  28.9  66.3  197.0 

9  Large Urban4 Undivided Highways5  423  1.3  140.9  10.2  44.7  86.0  280.6 

10 
Small Urban3 STN (excluding freeways & 
expressways...1 and 2 above)5 

224  0.6  66.6  6.1  22.6  37.9  156.5 

11  Rural STN with greater than 8700 ADT  75  0.9  26.1  3.9  9.6  12.6  47.7 

12 
STN in community of less than 5000 
population 

173  0.8  48.5  5.9  18.9  23.7  123.3 

 
Notes: 
 

1. Crash rates do not include deer crashes. 
 

2. The 5‐year average is to account for variances in the number of crashes and traffic volumes 
in one particular year. 

 

3. Small Urban = 5,000 to 25,000 population 
 

4. Large Urban = 25,000 or greater population 
 

5. A portion of  Large Urban Undivided Highways  (Peer Group 9) and Small Urban STN  (Peer 
Group  10)  were  reclassified  as  Rural  STN  (Peer  Groups  3  and  11)  to  more  accurately 
represent their operating characteristics. The current crash rates should not be compared to 
the Statewide Average Crash Rates for these peer groups provided prior to 2012. 
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Table 2 

 
Local Road Crash Rates1 

 (Crashes per 100 million vehicle miles traveled) 
 

Urban Streets2 

Year  Total  Fatal 
Total 
Injury  A  B  C  PDO 

2008  308  0.6  85  6.3  28  51  222 

2009  281  0.5  81  5.9  27  48  200 

2010  286  0.6  84  5.9  29  49  202 

2011  317  0.6  88  5.8  31  52  228 

2012  333  0.7  95  6.3  35  54  237 

 
 

Rural County Trunk Highways3 

Year  Total  Fatal 
Total 
Injury  A  B  C  PDO 

2008  160  2.0  58  9.7  24  24  100 

2009  142  1.6  53  8.4  23  21  88 

2010  101  1.3  37  6.6  16  15  62 

2011  100  1.5  36  6.0  16  15  62 

2012  96  1.2  37  6.0  17  13  59 

 
 
Notes: 
 

1. Crash rates do not include deer crashes. 
 

2. Includes urban city streets, rural city streets, and urban County Trunk Highways.  Prior to 
2009, the “Urban Streets” category also included Urban State Trunk Highways so the current 
crash rates should not be compared to the “Urban Streets” crash rates provided prior to 
2009. 

 

3. Includes all rural County Trunk Highways 


