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Version 2 Standard Detail Drawing 15a6 March 4, 2009 

Delineator Layout 

References: 

Traffic Guidelines Manual (TGM) 3-4-1, Delineators 
MUTCD 2009 Chapter 3 

Bid items associated with this drawing: 

ITEM NUMBER DESCRIPTION UNIT 

633.0100 Delineator Posts Steel ................................................................................... EACH 
633.0200 Delineator Flexible ......................................................................................... EACH 
633.0500 Delineators Reflectors .................................................................................... EACH 

Standardized Special Provisions associated with this drawing: 

NONE 

Other SDDs associated with this drawing: 

SDD 15a2 Delineator Post, Delineator Bracket, and Delineator is required for steel delineators. 

SDD 15a4 Flexible Delineator Post is required for flexible delineators. 

Design Notes: 

When the contract calls for Flexible Delineator posts, the 3-inch by 9 inch reflective sheeting will replace the 
double and single delineator buttons. 

Consider placement of delineators at entrance ramps when the entrance is hard to see. 

When delineators are required on the left side of the ramp, place a minimum of two at one hundred feet 
spacing. The use of these delineators is at the discretion of the Regional Traffic Engineer. 

Contact Person: 

Debby Kozol (608) 266-5096 
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