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15D13: Temporary Emergency Pullouts



 

 

Version 2 Standard Detail Drawing 15d13 September 19, 2013 

Temporary Emergency Pullouts 

References: 

FDM 11-50-20 

Bid items associated with this drawing: 

ITEM NUMBER DESCRIPTION UNIT 

205.3000.S Temporary Emergency Pullouts ..................................................................... EACH 

Standardized Special Provisions associated with this drawing: 

STSP NUMBER TITLE 

205-020 Temporary Emergency Pullouts 

Other SDDs associated with this drawing: 

NONE 

Design Notes: 

The emergency pullouts detailed on this drawing, provided adequate geometrics for temporary emergency 
use during the time two-way traffic is permitted on one roadway of a divided highway. They must be removed 
before the roadway is reopened to one-way traffic where the intent is to provide permanent emergency 
pullouts, a special design will be required. Permanent emergency pullouts must be designed and located for 
safe operation at the design speed of the highway. 

Temporary Emergency Pullouts will be measured and paid for by the unit (each). A List of items and 
approximate quantities of work for a typical 1 each Temporary Emergency Pullout is required in the plan 
miscellaneous quantities. 

Contact Person: 

Brian Revello (608) 266 - 3611 (regarding STSP), Peter Amakobe Atepe (608) 261-0138 (regarding SDD) 

 

 

http://wisconsindot.gov/rdwy/fdm/fd-11-50.pdf#fd11-50-20

	Roadway Standards
	SDD Main Page
	Latest Transmittal Info
	15a1: Marker Post for Right-of-Way
	15a2: Delineator Post, Delineator Bracket and Delineator
	15a3: Flexible Marker Post for Culvert End
	15a4: Flexible Delineator Post
	15a6: Delineator Layout
	15a7: Object Marker for Hazardous Culverts
	15b1: Fence Woven Wire
	15b3: Chain Link Fence
	15b10: Wood Gate, Double Leaf
	15b11: Wood Gate, Single Leaf
	15b12: Pipe Gate Details
	15c2: Barricades and Signs for Mainline Closure
	15c3: Barricades and Signs for Sideroad Closures
	15c4: Traffic Control, Advance Warning Signs 45 M.P.H. or Greater, Two Way Undivided Road Open to Traffic
	15c5: Traffic Control, Advance Warning Signs 40 M.P.H. or Less, Two Way Undivided Road Open to Traffic
	15c6: Signing and Marking for Two Lane Bridges
	15c7: Pavement Marking
	15c8: Pavement Marking
	15c9: Pavement Marking
	15c11: Flexible Tubular Marker Post
	15c12: Traffic Control for Lane Closure (Suitable for Moving Operations)
	15c14: Aerial Enforcement Bars Pavement Marking Details
	15c15: 36-Inch Diameter Full Span Overhead Sign Support Base
	15c18: Median Island Marking
	15c19: Moving Pavement Marking Operations
	15c20: Yield Markings
	15c21: Signing and Marking for Two Lane to Four Lane Divided Transitions
	15c22: 24-Inch Diameter Cantilever Overhead Sign Support Base
	15c23: 30-Inch Diameter Cantilever Overhead Sign Support Base
	15c24: 36-Inch Diameter Cantilever Overhead Sign Support Base
	15c25: 42-Inch Diameter Cantilever Overhead Sign Support Base
	15c26: End-of-Roadway Signing
	15c27: Double Arrow Warning Sign Placement
	15c28: Signing and Marking for Combined Right Turn and Bypass Lane
	15c29: Pavement Marking
	15c30: Warranty Project Pavement Marking Details
	15c31: Pavement Marking
	15c32: J Turn Pavement Marking
	15c33: Stop Line and Crosswalk Pavement Marking
	15d3: Traffic Control, Lane Closure, Speeds Greater than 40 M.P.H. with Barrier
	15d4: Traffic Control, Ramp Construction Staging
	15d5: Traffic Control, Single Lane Crossover Entrance with Barrier
	15d6: Traffic Control, Two Lane Two Way Operation
	15d7: Traffic Control, Temporary Exit Ramp Crossover
	15d8: Traffic Control, Temporary Entrance Ramp Crossover
	15d9: Traffic Control, Single Lane Crossover Exit
	15d10: Traffic Control, Single Lane Crossover Exit with Barrier
	15d11: Traffic Control, Single Lane Crossover
	15d12: Traffic Control
	15d13: Temporary Emergency Pullouts
	15d14: Traffic Control, Two Lane Closure on Freeway or Expressway, Short -Term (Less than 24 Hours)
	15d15: Traffic Control, Exit and Entrance Ramp within Lane Closure
	15d16: Traffic Control, Exit Ramp Closure
	15d20: Traffic Control, Single Lane Closure, Non Freeway/Expressway
	15d21: Traffic Control, Intersection within Single Lane Closure
	15d22: Traffic Control, Two Lane Closure, Non-Freeway/Expressway
	15d23: Traffic Control, Intersection within Two Lane Closure
	15d27: Traffic Control, Shoulder Closure on Divided Roadway, Speeds Greater than 40 M.P.H.
	15d28: Traffic Control, Work on Shoulder or Parking Lane, Undivided Roadway
	15d29: Traffic Control, Vehicle Entrance/Exit or Haul Road
	15d30: Traffic Control, Pedestrian Accommodation
	15d31: Traffic Control, Temporary Bypass Roadway
	15d32: Traffic Control, One Lane Road Stop Condition
	15d33: Traffic Control, One Lane Road with Temporary Signals
	15d34: Ramp Gate Solar Power
	15d35: Ramp Gate Hard Wired
	15d36: Barricade Rack
	15d37: Traffic Control, 2-Lane Roundabout
	15d38: Temporary Traffic Control, Fixed Message Signs



