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(SQ.  FT.)

INSTALLATION

AREA OF SIGN

(MIN)

D

20 OR LESS

GREATER THAN 20

4’

5’

LOCATION

WHITE EDGELINE

GENERAL NOTES

URBAN AREA
RURAL AREA
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E E

D

D
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D

D

D

E E

OF TRAFFIC

DIRECTION

SQUARE UPPER SECTION

2" STEEL TUBULAR

TELESCOPE PIECES

FLUSH AT TOP

ANCHOR BOLT AND NUT

�" ZINC PLATED CORNER 

ALL FOUR SIDES

SPACED 1" C-C

ALL HOLES �"

A
SECTION A-A

SIGN

2�" SQUARE X 36"

ANCHOR BOLT AND NUT

�" ZINC PLATED 

1"
1"

1

2

3

9 OR LESS

(SQ. FT.)

INSTALLATION

AREA OF SIGN

TO 18

LESS THAN OR EQUAL 

GREATER THAN 9

TO 27

LESS THAN OR EQUAL 

GREATER THAN 18

BE MOUNTED ON MULTIPLE POSTS (SEE ABOVE TABLE). 

SIGNS WIDER THAN 3 FEET OR LARGER THAN 9 SQ. FT. SHALL

36"

18’

12"

FLOWLINE

CURB

STEEL SIGN POST

DETAIL OF TUBULAR

BOLT AND NUT

CORNER ANCHOR

�" ZINC PLATED

LOCATION

WHITE EDGELINE

5’  MIN.

5’  MIN.

7’  MIN.

2’  MIN.

4’  MAX.

1

2

WOOD POST

EMBEDMENT DEPTH

STEEL POSTS

REQUIRED TUBULAR

NUMBER OF

ON TUBULAR STEEL POSTS.

SIGNS LARGER THAN 27 SQ. FT.  SHALL NOT BE MOUNTED

1

2

1

2

2�" SQUARE X 18"

L E

60" TO 120" L/5

12"
LESS THAN 168"

GREATER THAN 120"

12"168" AND GREATER

1

2

3

4

SEE NOTE  3

REQUIRED

WOOD POSTS

NUMBER OFPOST SPACING REQUIREMENTS

MODIFICATION

4"x6" WOOD POST

14"

D
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BREAKAWAY

SIGN PANEL

BOTTOM OF
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12" 2LESS THAN 60"

LESS THAN 20 SQ. FT.

48" OR LESS AND

4" X 6" WOOD POST

POST MOUNTING DETAIL FOR TEMPORARY TRAFFIC CONTROL FIXED MESSAGE SIGNS

TUBULAR STEEL POSTS

1�" DIAMETER HOLES

1�" DIAMETER HOLES

1�" DIAMETER HOLES

1�" DIAMETER

OF TRAFFIC

DIRECTION

3  FOR SIGNS REQUIRING 4 POSTS,  SPACE INTERMEDIATE POSTS EVENLY.

OF SIGNS IS MEASURED FROM THE CURB FLOWLINE.

VERTICAL CLEARANCE MAY BE REDUCED TO 5 FOOT MINIMUM.  OFFSET

FROM THE TOP OF THE CURB.  IF NO SIDEWALK AND NO PARKING,

THE ABSENCE OF SIDEWALK, VERTICAL CLEARANCE IS MEASURED

ADJACENT TO THE ROADWAY OR PARKING IS PERMITTED.   IN

HEIGHT IS TYPICALLY MEASURED WHERE THERE IS SIDEWALK

MANDATE THE VERTICAL CLEARANCE ILLUSTRATED.  THAT

THE EXISTENCE OF CURB AND GUTTER DOES NOT IN ITSELF

FIXED MESSAGE SIGNS

TEMPORARY TRAFFIC CONTROL

6 FEET FROM THE EDGE OF PAVEMENT (EDGE LINE LOCATION)  UNLESS

BE ADJUSTED TO AVOID THE DITCH FLOWLINE.

OTHERWISE DIRECTED BY THE PROJECT ENGINEER.  LATERAL OFFSET SHOULD
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TO POSTS

ATTACHMENT OF SIGNS 

 ABOVE THE TOP OF THE POST

SIGN SHALL BE MOUNTED TO PROJECT

WOOD POSTS (4" x 4" or 4" x 6")

LAG SCREWS  -

MACHINE BOLTS -

�" X 3"

MACHINE BOLTS  -

SQUARE STEEL POSTS (2" x 2")

�" (6605-9-6) BULB-TITE, TRI-FOLD, ALUMINUM BODY/MANDREL

O.D. FLANGE .720-.765 INCH, GRIP RANGE .042-.375 INCH

RIVETS -

WASHERS (ALL POSTS) -

1-1/4" O.D. X �" I.D. X �" STEEL

*

WASHER

STEEL

WASHER

STEEL

*

*

WASHER

NYLON

WASHER

STEEL

FACE

SIGN

1"+ 1/2"
-

WASHER PLACEMENT WHEN SIGN

HAS OTHER THAN TYPE H OR

TYPE F FACE

A.

B.

DESIGNATION: A 153,  CLASS D,  OR SC 3

HOT DIP GALVANIZED IN ACCORDANCE WITH ASTM

DESIGNATION: B 633,  TYPE III,  SC 3

ELECTRO-GALVANIZED IN ACCORDANCE WITH ASTM

COATING TO PERMIT THE NUTS TO RUN FREELY ON THE BOLTS.

SUFFICIENT ALLOWANCE FOR THE CADMIUM PLATE OR GALVANIZED

THREADS ON BOLTS AND NUTS SHALL BE MANUFACTURED WITH

�" X 6-1/2"  OR 7" LENGTH W/ NUTS

�" X 3-1/4"  LENGTH W/ NUTS

1-1/4" O.D. X �" I.D. X .080 NYLON FOR ALL TYPE H SIGNS

SHALL HAVE HEXAGONAL HEADS AND SHALL BE EITHER:

NUTS, BOLTS AND LAGS USED FOR MOUNTING SIGNS

9 SQ.  FT.  REQUIRE THE USE OF 3 FASTENERS.

FOR A SINGLE POST INSTALLATION,  ALL SIGNS GREATER THAN

OF FASTENERS PER SIGN VARIES WITH THE SIGN AREA.

ONE OR THE OTHER SYSTEM SHALL BE USED.  ACTUAL NUMBER

ILLUSTRATION PURPOSES.  ON ANY INDIVIDUAL SIGN,  EITHER

TWO DIFFERENT FASTENING SYSTEMS ARE SHOWN FOR

Feb.  2015 /S/ Travis Feltes
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Version 1 Standard Detail Drawing 15d38 (sheet ab) April 16, 2015 

Temporary Traffic Control, Fixed Message Signs 

References: 

Part IV of the Manual on Uniform Traffic Control Devices (MUTCD) 

Bid items associated with this drawing: 

ITEM NUMBER DESCRIPTION UNIT 

643.0100 Traffic Control (project) .................................................................................. EACH 
643.0900 Traffic Control Signs ......................................................................................... DAY 

Standardized Special Provisions associated with this drawing: 

STSP NUMBER TITLE 

NONE 

Other SDDs associated with this drawing: 

SDD 15c2 Barricades and Signs for Mainline Closure 

Design Notes: 
Mount advisory speed plaques a minimum of 4 feet above the ground. 

Consider using steel I-beams for larger signs that will be in place for multiple seasons. 

Contact Person: 

Peter Amakobe Atepe (608) 261-0138 

http://wisconsindot.gov/rdwy/sdd/sd-15c02.pdf#sd15c2
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