2020 WisDOT Approved Profiler Listing

Contractor:  |Diamond Surface Inc. Approved IRI Settings
19250 Commerce Blvd. Rogers, MN 55374
Approved for Testing: PCC, HMA Collection Software Version: 3.3.13.57
Manufacturer: SSI Data Collection Interval: 1 inch or shortest possible
Device Type: High Speed Filters: None
Model: 3.3.13.57 Other Selectable Settings:
Serial Number: 21393 Profile Initiation on/off Auto if possible
Host Vehicle: Ford Reference Point Locator: Auto if possible
Host Vehicle Model: F-150 Analysis Software Version:
Host Vehicle Serial: IFTEW1EG9JKF68995 250 mm Filter: Yes
Contact Person: Jesse Mitchell IRI Filter: Yes
Phone Number: 952-334-1881 Other Selectable Settings
Cell Number: 952-334-1881 ProVAL Training Video and Input Import:
E-mail Address jessem@diamondsurfaceinc.com http://roadwaystandards.dot.wi.gov/standards/gmp/index.htm
Profiler Operator: Jesse Mltchell |IRI and Localized Roughness Areas Are Determined Using ProVAL:
- | http://lwww.roadprofile.com/

B4l TRT and Localized Roughness Data Reported In MRS:

http://www.atwoodsystems.com/mrs
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2020 WisDOT Approved Profiler Listing

Contractor:  |GeoTest Approved IRI Settings
2135 South 116th Street
West Allis, W1 53227
Approved for Testing: PCC, HMA or Both? Both Collection Software Version: Profiler System Software 6.1.1.112
Manufacturer: AMES Engineering Data Collection Interval: 1 inch or shortest possible
Device Type: Inertial profiler, Roline 3K Laser, Single Filters: None
Model: 6200 Light Weight Other Selectable Settings:
Serial Number: 620907 Profile Initiation on/off Auto if possible
Host Vehicle: John Deere Gator Reference Point Locator: Auto if possible
Host Vehicle Model: TS Gator Analysis Software Version: Pro VAL 3.61
Host Vehicle Serial: JD4X2SD014569 250 mm Filter: Yes
Contact Person: Brad Schmidt IRI Filter: Yes
Phone Number: 414-531-6624 Other Selectable Settings
Cell Number: 414-531-6624 ProVAL Training Video and Input Import:
E-mail Address Bschmidt@888geotest.com http://roadwaystandards.dot.wi.gov/standards/gmp/index.htm
Profiler Operator: Bﬁi Schmidt |IRI and Localized Roughness Areas Are Determined Using ProVAL:

il

http://www.roadprofile.com/

[ Pavement Smoothness profiling
—

IIRI and Localized Roughness Data Reported In MRS:

http://www.atwoodsystems.com/mrs
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2020 WisDOT Approved Profiler Listing

Contractor:  |Mathy Construction Company Approved IRI Settings
915 Commerical Court
Onalaska, WI 54650
Approved for Testing: HMA Collection Software Version: 3.3.13.57
Manufacturer: SSI Data Collection Interval: 1 inch or shortest possible
Device Type: Inertial Profiler, Ro-Line Laser, dual Sensor |Filters: None
Model: Mid Mount Other Selectable Settings: None
Serial Number: A109 Profile Initiation on/off Auto if possible
Host Vehicle: Chevy Reference Point Locator: Auto if possible
Host Vehicle Model: Silverado Analysis Software Version: 3.61.29
Host Vehicle Serial: 3GCPCNECXJG227148 250 mm Filter: Yes
Contact Person: Kevin Olson IRI Filter: Yes
Phone Number: 608-790-3203 Other Selectable Settings None
Cell Number: 608-790-3203 ProVAL Training Video and Input Import:
E-mail Address Kevin.Olson@mathy.com http://roadwaystandards.dot.wi.gov/standards/qgmp/index.htm
Profiler Operator: Kevin Olson IRI and Localized Roughness Areas Are Determined Using ProVAL:

http://www.roadprofile.com/

IRI and Localized Roughness Data Reported In MRS:

= http://www.atwoodsystems.com/mrs
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2020 WisDOT Approved Profiler Listing

Contractor:  |Michels Corp Approved IRI Settings
817 Main Street
Brownsville, WI 53006
Approved for Testing: PCC Collection Software Version: 5.5.1.79
Manufacturer: Ames Data Collection Interval: 1 inch or shortest possible
Device Type: Inertial Profiler, Roline Lazer, Dual Filters: None
Model: 6300 Other Selectable Settings: None
Serial Number: 630119 Profile Initiation on/off Auto if possible
Host Vehicle: John Deere Reference Point Locator: Auto if possible
Host Vehicle Model: Gator TS Analysis Software Version: Pro Val 3.61
Host Vehicle Serial: IM04X2SJLIM131446 250 mm Filter: Yes
Contact Person: Bob Odegard IRI Filter: Yes
Phone Number: (920) 583-1390 Other Selectable Settings
Cell Number: (920) 901-8708 ProVAL Training Video and Input Import:
E-mail Address bodegard@michels.us http://roadwaystandards.dot.wi.gov/standards/gmp/index.htm
Profiler Operator: Phil Gaertner IRI and Localized Roughness Areas Are Determined Using ProVAL:

-220|

"~ http://www.roadprofile.com/

IRI and Localized Roughness Data Reported In MRS:

http://www.atwoodsystems.com/mrs
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2020 WisDOT Approved Profiler Listing

Contractor:  |Northeast Asphalt Approved IRI Settings
Steve Pelikan
W228N683 Westmound Dr, Waukesha, WI 53186
Approved for Testing: PCC, HMA or Both? Collection Software Version: 3.3.13.65
Manufacturer: SSI Data Collection Interval: 1 inch or shortest possible
Device Type: DMI Laser Filters: None
Model: Gocater: 2342A-3B-12 Other Selectable Settings: None
Serial Number: 00014303 Profile Initiation on/off Auto if possible
Host Vehicle: Ford Truck Reference Point Locator: Auto if possible
Host Vehicle Model: F150 Analysis Software Version: ProVAL 3.61.34
Host Vehicle Serial: IFTMF1C87HKC85867, DOT #: 115625  |250 mm Filter: Yes
Contact Person: Steve Pelikan IRI Filter: Yes
Phone Number: - Other Selectable Settings
Cell Number: 262-366-5057 ProVAL Training Video and Input Import:
E-mail Address SPelikan@payneanddolan.com http://roadwaystandards.dot.wi.gov/standards/gmp/index.htm
Profiler Operator: Tony Larson IRI and Localized Roughness Areas Are Determined Using ProVAL:

http://www.roadprofile.com/

IRI and Localized Roughness Data Reported In MRS:

http://www.atwoodsystems.com/mrs
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2020 WisDOT Approved Profiler Listing

¥,

115625

i http://www.roadprofile.com/

Contractor:  |Payne & Dolan, Inc. Approved IRI Settings
W228N683 Westmound Drive
Pewaukee, WI 53072

Approved for Testing: PCC, HMA Collection Software Version: 3.2.7.50

Manufacturer: SSI Data Collection Interval: 1 inch or shortest possible

Device Type: Inertial Profiler, 1145 Roline Laser Filters: None

Model: High speed, Portable, Mid Mount CS 9100 |Other Selectable Settings: None

Serial Number: 169 Profile Initiation on/off Auto if possible

Host Vehicle: 115625 Reference Point Locator: Auto if possible

Host Vehicle Model: 2017 Ford F-150 Analysis Software Version: ProVAL 3.61.30

Host Vehicle Serial: IFTMF1C87HKC85867 250 mm Filter: Yes

Contact Person: Katie Peratt IRI Filter: Yes

Phone Number: 262-524-1707 Other Selectable Settings

Cell Number: 262-366-5181 ProVAL Training Video and Input Import:

E-mail Address kperatt@payneanddolan.com http://roadwaystandards.dot.wi.gov/standards/qmp/index.htm

Profiler Operator: Katie Peratt IRI and Localized Roughness Areas Are Determined Using ProVAL:

B IRI and Localized Roughness Data Reported In MRS:

http://www.atwoodsystems.com/mrs
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2020 WisDOT Approved Profiler Listing

Contractor:  |Pitlik & Wick, Inc. - Approved IRI Settings
8075 Hwy D
Eagle River, WI
54521
Approved for Testing: HMA Collection Software Version: Latest
Manufacturer: Surface Systems & Instruments, LLC. Data Collection Interval: 1 inch or shortest possible
Device Type: High Speed Inertial Profiler Filters: None
Model: Mid-Mount Single Roline Other Selectable Settings:
Serial Number: 154 Profile Initiation on/off Auto if possible
Host Vehicle: 2018 Ford FX4 Crew Cab Reference Point Locator: Auto if possible
Host Vehicle Model: F 150 Analysis Software Version: Latest ProVal Version
Host Vehicle Serial: IFTFWI1EG6JKD86272 250 mm Filter: Yes
Contact Person: Brad Pitlik IRI Filter: Yes
Phone Number: 715-479-7488 Other Selectable Settings
Cell Number: 715-891-0200 ProVAL Training Video and Input Import:
E-mail Address bkpitlik@pitlikandwick.com http://roadwaystandards.dot.wi.gov/standards/qmp/index.htm

Profiler Operator: Brad Pitlik IRI and Localized Roughness Areas Are Determined Using ProVAL:
- 4 http://www.roadprofile.com/

RI and Localized Roughness Data Reported In MRS:

{http://www.atwoodsystems.com/mrs
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2020 WisDOT Approved Profiler Listing

Contractor:  |Rock Road Companies, Inc. Approved IRI Settings
301 W.B.R. Townline Rd.
Beloit , Wi. 53511
Approved for Testing: HMA Collection Software Version: Dual Laser Collection Version 4.5
Manufacturer: SSI Data Collection Interval: 1 Inch
Device Type: Inertial Profiler, Dual Laser Filters: None
Model: High Speed, Portable, Mid-Mount Other Selectable Settings: None
Serial Number: 28 Profile Initiation on/off Auto
Host Vehicle: 2017 GMC Reference Point Locator: Auto
Host Vehicle Model: Sierra 1500 Analysis Software Version: SSI Profiler Version 3.3.13.57
Host Vehicle Serial: IGTV2MEC7H2199341 250 mm Filter: Yes
Contact Person: Jon Wixom IRI Filter: Yes
Phone Number: 608-752-8944 Other Selectable Settings None
Cell Number: 608-289-7397 ProVAL Training Video and Input Import:
E-mail Address jwixom@rockroads.com http://roadwaystandards.dot.wi.gov/standards/qgmp/index.htm
Profiler Operator: Jon Wixom IRI and Localized Roughness Areas Are Determined Using ProVAL:
- http://www.roadprofile.com/

- /IRl and Localized Roughness Data Reported In MRS:

i http://www.atwoodsystems.com/mrs
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2020 WisDOT Approved Profiler Listing

Contractor:  |Name and Address Approved IRI Settings

Stark Pavement Corp

12845 W Burleigh Rd

Brookfield, WI 53005
Approved for Testing: HMA & PCC Collection Software Version: Ames Profiler 6.0
Manufacturer: Ames Data Collection Interval: 1 inch or shortest possible
Device Type: Roline Filters: None
Model: High Speed Profiler 8200 Other Selectable Settings:
Serial Number: 820311 Profile Initiation on/off Auto if possible
Host Vehicle: Ford Reference Point Locator: Auto if possible
Host Vehicle Model: F150 Analysis Software Version: Proval 3.5
Host Vehicle Serial: IFTEX1EP5GKE21997 250 mm Filter: Yes
Contact Person: TONY KETCHPAW IRI Filter: Yes
Phone Number: 2627494412|Other Selectable Settings
Cell Number: 262-749-4412 ProVAL Training Video and Input Import:
E-mail Address tonyk@starkcorp.us http://roadwaystandards.dot.wi.gov/standards/qgmp/index.htm
Profiler Operator: Same IRI and Localized Roughness Areas Are Determined Using ProVAL:

o R} #7 http://www.roadprofile.com/
o IRI and Localized Roughness Data Reported In MRS:
http://www.atwoodsystems.com/mrs
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2020 WisDOT Approved Profiler Listing

Contractor:  |Name and Address Approved IRI Settings
Stark Pavement Corp
12845 W Burleigh Rd
Brookfield, WI
Approved for Testing: PCC, HMA or Both? Collection Software Version: Ames Profiler 6.0
Manufacturer: Ames Data Collection Interval: 1 inch or shortest possible
Device Type: Roline Filters: None
Model: High Speed Profiler 8200 Other Selectable Settings:
Serial Number: 820311 Profile Initiation on/off Auto if possible
Host Vehicle: Toyota Reference Point Locator: Auto if possible
Host Vehicle Model: Tundra Analysis Software Version: Proval 3.5
Host Vehicle Serial: STFUMSF19AX014913 250 mm Filter: Yes
Contact Person: TONY KETCHPAW IRI Filter: Yes
Phone Number: 414-466-7820 Other Selectable Settings
Cell Number: 262-749-4412 ProVAL Training Video and Input Import:
E-mail Address tonyk@starkcorp.us http://roadwaystandards.dot.wi.gov/standards/gmp/index.htm
Profiler Operator: Tony Ketchpaw IRI and Localized Roughness Areas Are Determined Using ProVAL:
il ; R http://www.roadprofile.com/
At IRI and Localized Roughness Data Reported In MRS:

http://www.atwoodsystems.com/mrs
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2020 WisDOT Approved Profiler Listing

Contractor:  |Trierweiler Construction Approved IRI Settings
2916 South Cherry Ave
Marshfield Wi, 54449

Approved for Testing: PCC Collection Software Version: 6.1

Manufacturer: Ames Data Collection Interval: 1 inch or shortest possible

Device Type: High Speed Filters: None

Model: 6300 Portable High Speed Other Selectable Settings:

Serial Number: 630509 Profile Initiation on/off GPS

Host Vehicle: 2008 GMC Reference Point Locator: GPS

Host Vehicle Model: Silverado 2500 Analysis Software Version: Pro Val 3.61

Host Vehicle Serial: IGTHK23K48F225939 250 mm Filter: Yes

Contact Person: Jacob Trierweiler IRI Filter: Yes

Phone Number: 715-316-2199 Other Selectable Settings

Cell Number: ProVAL Training Video and Input Import:

E-mail Address Amanda.goehnlein@outlook.com http://roadwaystandards.dot.wi.gov/standards/gmp/index.htm

Profiler Operator: Amanda Boehnlein IRI and Localized Roughness Areas Are Determined Using ProVAL:

http://www.roadprofile.com/

--’-":|IRI and Localized Roughness Data Reported In MRS:

~ http://www.atwoodsystems.com/mrs
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http://www.atwoodsystems.com/mrs

2020 WisDOT Approved Profiler Listing

Contractor:  [Vinton Construction Company Approved IRI Settings
2705 North Rapids Road
P.O. Box 1987
Manitowoc, W1 54221
Approved for Testing: PCC Collection Software Version: AMES 5.5.1.79
Manufacturer: Ames Data Collection Interval: 1 inch or shortest possible
Device Type: Inertial Profiler, Roline Laser, Single Filters: None
Model: 6200 LW, Portable, Side Mount Other Selectable Settings:
Serial Number: 621308 Profile Initiation on/off Auto if possible
Host Vehicle: John Deere Reference Point Locator: Auto if possible
Host Vehicle Model: Gator Analysis Software Version: PROVAL 3.6
Host Vehicle Serial #: 8729 250 mm Filter: Yes
Contact Person: TOM SAND IRI Filter: Yes
Phone Number: 920-682-0375 Other Selectable Settings
Cell Number: 920-973-8942
E-mail address: tsand@vintonwis.com
Profiler Operator: Tom Sand IRI and Localized Roughness Areas Are Determined Using ProVAL:
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http://www.roadprofile.com/

IRI and Localized Roughness Data Reported In MRS:

||http://www.atwoodsystems.com/mrs
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2020 WisDOT Approved Profiler Listing

Contractor:

Walsh Construction

929 West Adams Street

Chicago, IL 60607

ATTN: Lucas Doxtater

Approved IRI Settings

Approved for Testing: PCC

Collection Software Version:

Ames Profiler System

Manufacturer: Ames Data Collection Interval: 1 inch or shortest possible
Device Type: Optical Distance Sensor Filters: None

Model: 6200 Other Selectable Settings: None

Serial Number: 620609 (ODS 1 and ODS 2) Profile Initiation on/off Auto if possible

Host Vehicle: John Deere Reference Point Locator: Auto if possible

Host Vehicle Model: Gator Analysis Software Version: Pro Val 3.5

Host Vehicle Serial: 245 x 5710 250 mm Filter: Yes

Contact Person: Lucas Doxtater IRI Filter: Yes

Phone Number: 312-735-9281 Other Selectable Settings None

Cell Number:

312-735-9281

E-mail Address

Idoxtater@walshgroup.com

ProVAL Training Video and Input Import:

http://roadwaystandards.dot.wi.gov/standards/qmp/index.htm

Lucas Doxtater

IRI and Localized Roughness Areas Are Determined Using ProVAL:

Profiler Operator:

http://www.roadprofile.com/

IRI and Localized Roughness Data Reported In MRS:

http://www.atwoodsystems.com/mrs
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2020 WisDOT Approved Profiler Listing

Contractor:  |[WisDOT Approved IRI Settings
3502 Kinsman Blvd.
Madison, WI 53704

Approved for Testing: PCC & HMA Collection Software Version: 6.1

Manufacturer: Ames Data Collection Interval: 1 Inch

Device Type: Inertial Profiler, GoCator Laser, Dual Filters: None

Model: 6200 LW, Permanent, Side Mount Other Selectable Settings: None

Serial Number: 621308 Profile Initiation on/off: Auto

Host Vehicle: John Deere Reference Point Locator: Manual

Host Vehicle Model: Gator Analysis Software Version: ProVAL 3.61

Host Vehicle Serial: W04X2SD033472 250 mm Filter: On

Contact Person: Joe Wilson IRI Filter: On

Phone Number: 608-246-7955

Cell Number: 608-516-6360

E-mail Address: joe.wilson@dot.wi.gov

Profiler Operator: Joe Wilson IRI and Localized Roughness Areas Are Determined Using ProVAL:

http://www.roadprofile.com/

8 IR] and Localized Roughness Data Reported In MRS:

http://www.atwoodsystems.com/mrs
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2020 WisDOT Approved Profiler Listing

Contractor:  |WisDOT Approved IRI Settings
3502 Kinsman Blvd.
Madison, WI 53704

Approved for Testing: HMA and PCC Pavement Collection Software Version: 6.1

Manufacturer: Ames Data Collection Interval: 1 Inch

Device Type: Inertial Profiler, GoCator, Dual Filters: None

Model: Hi Speed, Front Mount Other Selectable Settings: None

Serial Number: 621308 Profile Initiation on/off: Auto

Host Vehicle: 2012 Chevy Silverado Reference Point Locator: Manual

Host Vehicle Model: 2500 HD Analysis Software Version: 3.61

Host Vehicle Serial: 1GC2KVCGI9CZ316473 250 mm Filter: On

Contact Person: Joe Wilson IRI Filter: On

Phone Number: 608-246-7955

Cell Number: 608-516-6360

E-mail Address: joe.wilson@dot.wi.gov

Profiler Operator: Joe Wilson IRI and Localized Roughness Areas Are Determined Using ProVAL:

http://www.roadprofile.com/

"J\IRI and Localized Roughness Data Reported In MRS:

S hitp://www.atwoodsystems.com/mrs
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2020 WisDOT Approved Profiler Listing

Contractor:  |Zignego Company Approved IRI Settings
W226N2940 Duplainville Rd
Waukesha, WI 53186
Approved for Testing: PCC Collection Software Version: Ames Engineering 6.1.1.135
Manufacturer: Ames Data Collection Interval: 1 inch or shortest possible
Device Type: Utv mounted laser Filters: None
Model: Ames Model 6300 Other Selectable Settings:
Serial Number: 620708 Profile Initiation on/off Auto if possible
Host Vehicle: John Deere Gator Reference Point Locator: Auto if possible
Host Vehicle Model: 4x2 TS Analysis Software Version:
Host Vehicle Serial: W04X2SD030167 250 mm Filter: Yes
Contact Person: Josh Zignego IRI Filter: Yes
Phone Number: 262-547-4700 Other Selectable Settings
Cell Number: 262-224-4687 ProVAL Training Video and Input Import:
E-mail Address ex250 josh@yahoo.com http://roadwaystandards.dot.wi.gov/standards/gmp/index.htm
Profiler Operator: Josh Zignego IRI and Localized Roughness Areas Are Determined Using ProVAL:

http://www.roadprofile.com/

_mm'__
- IRI and Localized Roughness Data Reported In MRS:

http://www.atwoodsystems.com/mrs
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