
Product LED Code Voltage Color 
Temperature

1 GCL1
2

GCL1

GCL2

60G
80G

60G

MV
HV

120-277V
347-480V

WW
NW
CW

3000K
4000K
5000K

2S
2R
3R
4
5

Type 2 Short
Type 2 Medium
Type 3 Medium
Type 4
Type 5

GY
DB

BK

Gray
Dark 
Bronze
Black

350
450
530
610
700

750
800
900
975
1A

FDC3

LPCR

PCR74

PCR7-CR5

4B
RWG
WL
BBL

Fixed Drive Current
Less Photocontrol 
Receptacle
ANSI 7-wire Photocontrol 
Receptacle
Control Ready 7-wire 
Photocontrol Receptacle 

Rubber Wildlife Guard

Bubble Level

EPA 2 

Project

Type

15
.2

 in

[1
27

 m
m

]

[640 mm]
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45

 m
m

]

[3
86

 m
m

]

5.
7 

in

5 
in

25.2 in

[1
45

 m
m

]
5.

7 
in

15.2 in
[386 mm]

GCL G-Series 

Accessories*

HSSGCL6

CSSGCL7

SPB8

RPB8

PTB8

PTB28

WB8

BSK
PC9

LLPC9

SC

House Side Shield, Snap-On*
Cul-De-Sac Side Shield,  Snap-On*
Square Pole Horizontal Arm Bracket
Round Pole Horizontal Arm Bracket
Pole Top Tenon Horizontal
Arm Bracket
Pole Top Tenon Horizontal
Arm Bracket (2@180 )
Wall Horizontal Arm Bracket
Bird Deterrent Spider Kit
Twist Lock Photocontrol 

Notes:

drive current is required, consult factory.

8  Specify Color (GY, DB, BK)
9  Specify MV (120-277V) or HV (347V-480V)

*Accessories are ordered separately and not to be included 

consult factory.

GCL2
2
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GCL2 60G MV NW 3R GY PCR7-WL-WISDOT-C-SC

Wisconsin DOT Roadway Luminaire
Type C
GCL2-60G-MV-NW-3R-GY-800-PCR7-WL-WISDOT-C-SC
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GCL G-Series 

 

adjustment from ± 5° in 2.5° steps. Electrical 
components are accessed without tools via 

door with stainless steel quick-release latches. 

removable insert. Available rubber wildlife 

 

hours of life based on IES TM-21 (L90 = 100k 
hours). LEDs are tested in accordance with IES 

color temperature of 3000K (WW), 4000K 
(NW), or 5000K (CW) and 70 minimum CRI. 
LEDs are ROHS compliant, 100% mercury and 
lead free. 

Every luminaire is performance tested before 

in the USA.

Micro-lens systems produce IESNA Type 2 Short 
(2S), Type 2 Medium (2R), Type 3 Medium 

Electrical 
Power supply life is rated for 100,000 hours. 
Power Supply is 1-10V dimmable. Power supply 
features a minimum power factor of .90 and 

meets or exceeds FCC CFR Part 15. Terminal 

3-Wire photocontrol receptacle is standard.  
ANSI C136.41 7-wire (PCR7) photocontrol 
receptacle is available. All photocontrol 
receptacles have tool-less rotatable base. 
Wireless control module is provided by others.

thickness. Finish tested 5000 hours in salt spray 
exposure per ASTM B117. Finish meets scribe 

500 hours in UV exposure per ASTM G154 and 

-40°C to 40°C. 

10-year limited warranty is standard on luminaire 
and components.

Luminaire complies with:
ANSI: C136.2, C136.3, C136.10, C136.13, C136.15, 
C136.22, C136.31, C136.35, C136.37, C136.41, 
C62.41, C78.377, C82.77
Other: FCC 47 CFR, IEC 60598, ROHS II, UL 1449, 
UL 1598
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GCL G-Series 

Product LED
Code

Drive System Delivered 
1

GCL1 60G

350 70 8800 126

450 85 10500 124

530 105 12700 121

610 120 14200 118

700 135 15600 116

GCL1 80G

350 85 11150 131

450 115 14400 125

530 130 16000 123

610 160 18700 117

700 185 20800 112

GCL2 60G

750 149 17500 117

800 163 18600 114

900 183 20100 110

975 192 20600 107

1A 208 21700 104

Notes:

Product LED
Code

Drive System Delivered 
1

GCL1 60G

350 70 9250 132

450 85 11000 129

530 105 13300 127

610 120 15000 125

700 135 16400 121

GCL1 80G

350 85 11700 138

450 115 15200 132

530 130 16800 129

610 160 20000 125

700 185 22100 119

GCL2 60G

750 149 18500 124

800 163 19600 120

900 183 21200 116

975 192 21800 114

1A 208 22900 110

Notes:
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Type 2S Type 2R Type 3R Type 4 Type 5

Product LED
Code

Drive BUG BUG BUG BUG BUG 

GCL1

60G

350 B1 U0 G2 B2 U0 G2 B2 U0 G2 B2 U0 G2 B3 U0 G2

450 B2 U0 G2 B2 U0 G2 B2 U0 G2 B2 U0 G2 B3 U0 G2

530 B2 U0 G2 B2 U0 G2 B2 U0 G2 B3 U0 G2 B4 U0 G2

610 B2 U0 G2 B2 U0 G2 B3 U0 G3 B3 U0 G3 B4 U0 G2

700 B2 U0 G2 B2 U0 G2 B3 U0 G3 B3 U0 G3 B4 U0 G2

80G

350 B2 U0 G2 B2 U0 G2 B2 U0 G2 B3 U0 G2 B3 U0 G2

450 B2 U0 G2 B2 U0 G2 B3 U0 G3 B3 U0 G3 B4 U0 G2

530 B3 U0 G2 B2 U0 G2 B3 U0 G3 B3 U0 G3 B4 U0 G2

610 B3 U0 G2 B3 U0 G3 B3 U0 G3 B3 U0 G3 B4 U0 G2

700 B3 U0 G3 B3 U0 G3 B3 U0 G3 B3 U0 G3 B4 U0 G2

GCL2 60G

750 B3 U0 G2 B3 U0 G3 B3 U0 G3 B3 U0 G3 B4 U0 G2

800 B3 U0 G2 B3 U0 G3 B3 U0 G3 B3 U0 G3 B4 U0 G2

900 B3 U0 G2 B3 U0 G3 B3 U0 G3 B3 U0 G3 B4 U0 G2

975 B3 U0 G2 B3 U0 G3 B3 U0 G3 B3 U0 G3 B4 U0 G2

1A B3 U0 G3 B3 U0 G3 B3 U0 G3 B3 U0 G3 B4 U0 G2

GCL G-Series 

Type 2S Type 2R Type 3R Type 4 Type 5

Product LED
Code

Drive BUG BUG BUG BUG BUG 

GCL1

60G

350 B2 U0 G2 B1 U0 G2 B2 U0 G2 B2 U0 G2 B3 U0 G2

450 B2 U0 G2 B2 U0 G2 B2 U0 G2 B2 U0 G2 B3 U0 G2

530 B2 U0 G2 B2 U0 G2 B2 U0 G2 B3 U0 G2 B4 U0 G2

610 B2 U0 G2 B2 U0 G2 B3 U0 G3 B3 U0 G3 B4 U0 G2

700 B2 U0 G2 B2 U0 G2 B3 U0 G3 B3 U0 G3 B4 U0 G2

80G

350 B2 U0 G2 B2 U0 G2 B2 U0 G2 B2 U0 G2 B3 U0 G2

450 B2 U0 G2 B2 U0 G2 B3 U0 G3 B3 U0 G3 B4 U0 G2

530 B2 U0 G2 B2 U0 G2 B3 U0 G3 B3 U0 G3 B4 U0 G2

610 B3 U0 G2 B3 U0 G2 B3 U0 G3 B3 U0 G3 B4 U0 G2

700 B3 U0 G2 B3 U0 G3 B3 U0 G3 B3 U0 G3 B4 U0 G2

GCL2 60G

750 B3 U0 G2 B3 U0 G2 B3 U0 G3 B3 U0 G3 B4 U0 G2

800 B3 U0 G2 B3 U0 G3 B3 U0 G3 B3 U0 G3 B4 U0 G2

900 B3 U0 G2 B3 U0 G3 B3 U0 G3 B3 U0 G3 B4 U0 G2

975 B3 U0 G2 B3 U0 G3 B3 U0 G3 B3 U0 G3 B4 U0 G2

1A B3 U0 G2 B3 U0 G3 B3 U0 G3 B3 U0 G3 B4 U0 G2
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GCL G-Series 

Type 2S Type 2R Type 3R Type 4 Type 5

Product LED
Code

Drive BUG BUG BUG BUG BUG 

GCL1

60G

350 B1 U0 G2 B2 U0 G2 B2 U0 G2 B2 U0 G2 B3 U0 G2

450 B2 U0 G2 B2 U0 G2 B2 U0 G2 B2 U0 G2 B3 U0 G2

530 B2 U0 G2 B2 U0 G2 B2 U0 G2 B3 U0 G2 B4 U0 G2

610 B2 U0 G2 B2 U0 G2 B3 U0 G3 B3 U0 G3 B4 U0 G2

700 B2 U0 G2 B2 U0 G2 B3 U0 G3 B3 U0 G3 B4 U0 G2

60G

350 B1 U0 G2 B2 U0 G2 B2 U0 G2 B2 U0 G2 B3 U0 G2

450 B2 U0 G2 B2 U0 G2 B2 U0 G2 B2 U0 G2 B3 U0 G2

530 B2 U0 G2 B2 U0 G2 B2 U0 G2 B3 U0 G2 B4 U0 G2

610 B2 U0 G2 B2 U0 G2 B3 U0 G3 B3 U0 G3 B4 U0 G2

700 B2 U0 G2 B2 U0 G2 B3 U0 G3 B3 U0 G3 B4 U0 G2

GCL2 60G

750 B3 U0 G2 B3 U0 G3 B3 U0 G3 B3 U0 G3 B4 U0 G2

800 B3 U0 G2 B3 U0 G3 B3 U0 G3 B3 U0 G3 B4 U0 G2

900 B3 U0 G2 B3 U0 G3 B3 U0 G3 B3 U0 G3 B4 U0 G2

975 B3 U0 G2 B3 U0 G3 B3 U0 G3 B3 U0 G3 B4 U0 G2

1A B3 U0 G2 B3 U0 G3 B3 U0 G3 B3 U0 G3 B4 U0 G2
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