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Wisconsin Department of Transportation
DT1601        6/2020

Instructions on how to complete the DT1601 Project-level Traffic Forecast Request form.
A project-level traffic forecast is a detailed report identifying future roadway traffic volume/s. To begin the DT1601 request, the Wisconsin Department of Transportation (WisDOT) project and traffic teams meet. This involves the traffic forecast section, Bureau of State Highway Programs, and Bureau of Traffic Operations who agree on traffic data, outputs and tools necessary for the project during a preliminary scoping meeting. The DT1601 identifies traffic deliverables, the extents of the forecast, and supplemental work required prior to forecast development.
Table 1.4.1 in the Transportation Planning Manual (TPM) outlines traffic forecasting requirements (http://wisconsindot.gov/Documents/projects/data-plan/plan-res/tpm/9.pdf#page=8). Request Project-level forecasts using the DT1601 form. The projects typically include new construction, reconstruction, expansion, bridge replacement, Interchange Access Justification Report, Intersection Control Evaluation, Traffic Impact Analysis (TIA), and freeway/expressway designation on the National Highway System (NHS).
· The first section of the DT1601 identifies the contact information for the parties submitting the forecast request (Region Contact, Project Manager, Project Supervisor, and Consultant).
· Fill out the “Project Description”. Please provide as much detail about the project description and location as possible. It may be necessary to attach documentation to identify the specific location and size of any proposed development(s). Identify the estimated year of construction (EYC) and the anticipated open-to-traffic year (OTY). Fill out the years for the forecast.
· Please identify whether forecasts are needed for the segments (mainline and/or side streets) and/or intersections. Intersection turning movement forecasts provide the turning movement volume for a specific time period (i.e. 7:00 a.m. - 8:00 a.m.). If turning movement forecasts are needed for specific times, please be sure to indicate the exact times the forecasts are needed (a.m., p.m., mid-day, Saturday, Special). Please note if you want all intersections to be forecasted based on the same peak hour.
· For TIAs and Intersection Traffic Control Analysis – Please check the following in the Segment Forecasts box: (1) Mainline AADT volumes (2-way total) and (2) Volumes for Major Intersecting Roads (2-way total AADT). In addition, the following items will need to be checked in the Turning Movement Forecasts box: Turning Movement Volumes for Peak Hour Time Periods “a.m., Mid-day, p.m., Saturday, 24-Hour AADT, and/or Special”. Please make sure to only check the peak hour time periods needed for the study, to avoid unnecessary work and potential delay.
· In the Other Forecast Data box, please identify whether “unique” forecast analysis are needed for Select Zone/Select Link forecasts (available in Travel Demand Model (TDM) areas only). If a Select Link forecast is being requested, please identify on a map the roadway segment and limits that the Select Link should be completed for. If a Select Zone is being requested, please identify the boundary of the area where a Select Zone should be performed.
· Under the “Attachments” section of the DT1601 please include, if available:
· Map identifying project limits and specific segments and intersections to be forecasted (Required)
· Concept Definition Report or Project Management Plan
· All TIA information that would affect traffic forecast (assumed improvements, location/size)
· Diagram of intersections (to be forecasted)
· Turning Movement Counts
· Finally, provide an explanation of any specific details that would aide in the completion of the forecast. If a forecast needs to be completed for more than one alternative, this is the section where details about the proposed alternatives should be provided. 


	SUBMIT:
For expedited service, please submit an electronic copy of the completed DT1601 form to DOTTrafficForecasting@dot.wi.gov

	QUESTIONS
	For other forecasting-related questions please contact:

Brian Porter, PE, PTOE
Traffic Forecasting Chief, BPED, DTIM
Telephone: (608) 267-0452
Email: Brian.Porter@dot.wi.gov



TURNAROUND TIMES
Generally, please allow MINIMUM of at least 4-6 weeks to complete non-complex traffic forecast reports. Complex forecast turnaround can take up to 6 months. All complex forecasts should be discussed with the forecasting team before an agreed upon turnaround time is determined.

	Submitted By – Name (First, MI, Last)
[bookmark: _GoBack]     
	Region
     
	Request Date (m/d/yyyy)
     

	Region Contact – Name (First, MI, Last)
     
	Region Contact - Email ID
     
	Due Date (Requested Completion of Forecast)1
[bookmark: Text27]     

	Consultant
	Name (First, MI, Last)
     
	Project
Manager
	Name (First, MI, Last)
     
	Project
Supervisor
	Name (First, MI, Last)
     

	
	(Area Code) Telephone Number
     
	
	(Area Code) Telephone Number
     
	
	(Area Code) Telephone Number
     

	
	Email ID
     
	
	Email ID
     
	
	Email ID
     

	For TF Office Use Only

	Control Number
     
	Date Received (m/d/yyyy)
     
	Assigned To
     
	Estimated Date of Completion
     
	Date Sent Out (m/d/yyyy)
     



PROJECT DESCRIPTION
	Project ID(s)
     
	PS&E Date (m/d/yyyy)
     

	Charge Code
     
	Project Letting Process (PLP) Date (m/d/yyyy)
     

	County(ies)
     
	Project Type
[bookmark: Dropdown1]

	NHS
[bookmark: Check6][bookmark: Check7]|_| Yes   |_| No
	Route(s)
     
	Location Description (Project Termini)
     

	Identify the type of Environmental Document (likely needed) for this Corridor:

	|_| Categorical Exclusion   |_| Environmental Report   |_| Environmental Analysis   |_| Environmental Impact Statement   |_| Other:      

	[bookmark: Check4][bookmark: Check5]|_| Yes   |_| No
	Are there other projects in the area that could affect this forecast?
	|_| Yes   |_| No
	Have origin-destination surveys recently been conducted to provide information for this forecast?


	Deliverables needed from the Forecast – Provide map of project area identifying roadways needing forecasts


	Traffic Forecast Years 
[bookmark: Text30]Estimated Year of Construction (EYC):	     	
Anticipated Open-to-Traffic Year (OTY):	     	
[bookmark: Text31][bookmark: Text32]OTY+10:	     		OTY+20:	     	
[bookmark: Text33][bookmark: Text34][bookmark: Text35][bookmark: Text36][bookmark: Text37]Other:	     		     		     		     		     	
	TIA Forecast Years 
Estimated Year of Construction (EYC):	     	
Full Built Traffic Year (FBTY):	     	
EYC+10:	     	 OR
FBTY +5 Yrs after Project Buildout:	     	           


	No-Build Forecast: No build E+C is given as a default for all forecasts. Roadway geometry, speeds, functional class will be similar in the future.
|_| No-build E+C: Existing road network plus committed projects (Projects in the STIP/TIP) 
|_| No-build E+C + MPO or state long-range planned projects (Possible only with future funding beyond the years of the STIP/TIP)
Specify other or additional project additions or subtractions. This does not apply the No-build E+C scenario.
     

	Build Alternative/Scenario Forecasts: Requested only when necessary. Build forecasts should be discussed with traffic forecasting.
|_| Build E+C: Existing road network plus committed projects (Projects in the STIP/TIP)
|_| Build E+C + MPO or state long-range planned projects (Possible only with future funding beyond the years of the STIP/TIP)
Specify other or additional project additions or subtractions. This does not apply the No-build E+C scenario. Check the same boxes and include same list of project inclusions or exclusions as the no-build scenarios.
     


	|_| Yes   |_| No
	Do you want to update the travel demand model (TDM) as part of project or use a subarea of the model for the forecast?
	|_| Yes   |_| No
	Do you want traffic forecasting to apply standard linear growth to the forecast beyond the TDM future year?


1 – Complex forecasts take time to complete. Contact forecaster assigned to negotiate on deliverable time.


	Land Use Assumptions – Provide map of land use areas with special information identified below (if necessary)


	|_|  Outline travel and land-use related or dependent impacts that are to be estimated:
     

	|_|  Outline growth rate related impacts that are to be estimated:
     

	|_|  TDM Base and Future Year Socioeconomic Data (if needed, rare)
     
	|_|  Other TDM Information (please specify)
     


	Segment Forecasts – Provide map of project area identifying roadways needing forecasts

	|_|	Mainline AADT Volumes, 2-direction (both directions combined or total roadway) 
	|_|	Major Intersecting Roads/Side Street AADT Volumes, 2-direction (both directions combined or total roadway)

	Intersection Turning Movement Forecasts – Provide turning movement data and map identifying intersections

	|_|	Turning Movement Volumes for Peak Hour Time Periods:

	[bookmark: Text17]|_| a.m.   |_| Mid-day   |_| p.m.   |_| Saturday   |_| 24-Hour AADT   |_| Special:      

	Balanced Intersections or Interchanges

	[bookmark: Check8]|_|	Balanced Intersections   |_|  Balanced Interchanges

	

	Other Forecast Data

	|_| Origin-Destination Tables. Specify if raw or balanced O-D tables are needed. Also specify if Daily O-D tables are needed.

	|_|  Select Zone/Select Link for: (available for travel demand model areas only; rare, request only when necessary)

	          Roadway Segment (Route/Location)
[bookmark: Text28]               

	          Location Description (Limits/Boundary)
               

	Other Deliverables (i.e. requests for TDM volume only, specific peak period analysis, etc.)
     



ATTACHMENTS – Check the box next to each item attached
[bookmark: Check3]|X|	County or Municipality map showing project location (Must accompany all requests)
|_|	A copy of the Concept Definition Report (if available) or Project Management Plan (PMP)
|_|	A diagram that shows all locations for which the requester requires forecasts of turning movements
|_|	Turning movement count data (preferably in Excel and in standard WisDOT format, “Intersection Traffic Volume Report”)
|_|	Origin-Destination data
|_|	TIA Information: Trip generation diagram showing new or anticipate land development that significantly affects or will affect traffic on the project section. On the diagram, specify the type of development, the year the WisDOT regional office/consultant expects the development to occur, and at least one of the following for each development: sq. footage, number of employees, acreage or dwelling units (whichever seems most appropriate for the specific development).

ADDITIONAL INFORMATION ABOUT THE PROJECT
Specify below other pertinent information/remarks. Note if additional information is attached:
[bookmark: Text25]     
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