CONTROL SURVEY STATION RECORD

Wisconsin Department of Transportation

DT2262        3/2015
	Project ID

     
	Survey Project Name/ID

     
	Station Name

     
	Station Number

     

	Project Limits

     
	Highway

     
	
	

	County

     
	Region

     
	Section/Town/Range

     

	To Reach the Station From:
     

	Station is Described as:
     

	Reference Ties:
     

	Reference Sketch (NOT to Scale)
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	Obstruction/Visibility Diagram
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	Specify units of length when showing distances on sketch.
	Use compass for angles and directions.

	Other Stations Visible from this Station

     
	Site Accessible by Vehicle?

 No Yes     
	Recorder

     
	Description Date

     

	Horizontal Order of Accuracy

     
	Vertical Order of Accuracy

     
	Coordinates Established by (Name and Organization)

     
	Survey Date

     

	HORIZONTAL DATUM
 NAD 83 (2011)

 NAD 83 (2007)

 NAD 83 (1997)

 NAD 83 (1991)

 NAD 27

      Other: 
	VERTICAL DATUM
 NAVD 88 (2012)

 NAVD 88 (2007)

 NAVD 88 (1991)

 NGVD 29

      Other: 
	COORDINATE SYSTEM
                                WISCRS,  County (All Counties)
                                WCCS,  County (Except Jackson Co.*)
*Note: WCCS-Jackson is no longer acceptable for new projects by WisDOT. Must use WISCRS for Jackson Co.

                                WSPCS,  Zone, 

      Other – Specify System and Zone: 
	UNIT OF LENGTH
 U.S. Survey Foot

 Meter

	
	GEOID

     
	
	

	Latitude

     
	Longitude

     
	Ellipsoid Height

     

	Y/Northing-Coordinate

     
	X/Easting-Coordinate

     
	Orthometric Height

     

	See further instructions on next page
	Sheet         of       


CONTROL SURVEY STATION RECORD (continued)
Wisconsin Department of Transportation        DT2262 
	INSTRUCTIONS

This form is to be completed for any control established or used on a project that will need to be found for future use. 
It is allowable to leave some fields blank if the information is not critical in recording the location of the station or if the information is available in a standard format elsewhere (Wisconsin Summary Index file, National Geodetic Survey datasheets, Wisconsin State Cartographer’s Office ControlFinder, etc.). The original form should be returned to the Region Survey Coordinator. A digital and/or hard copy of the completed form should be included in the Contractor Staking Packet. The form should be completed for additional control established during construction and included in the Contractor Staking Packet.

The format of the Station Location – should begin with the underlined text and should be similar to the following:
“To reach the station from the junction of US Highway 51 with State Highway 138 in the city of Stoughton, go East on US Highway 51 for 2.5 mi to County Highway N on the left, turn left and go North on County Highway N for 1.4 mi to Skaalen Road on the right, turn right and go East on Skaalen Road for 0.4 mi to the station on the right.”

The format of the Station Description – should begin with the underlined text and should be similar to the following:
“The station is described as a bronze Wisconsin Department of Transportation geodetic survey control station disk set in the top of a 16-inch diameter concrete post set to a depth of 8 ft and about level with the road pavement.”

The format of the Reference Ties – should be similar to the following:
“The station is 23.2 ft. South of the centerline of Skaalen Road, 58 ft. East of the extended center of the 
eastern-most private entrance –2434–, 38.8 ft. Southeast of power pole –6-11-33 44/27–, 36.4 ft. Southwest 
of power pole –6-11-33 46/27–, and 3 ft. North of a cultivated field.”
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