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ID 2773-10-01/70 
WIS 59 RECONDITIONING - TYPICAL SECTIONS 
SUNSET DRIVE TO ARCADIAN AVENUE 
CITY AND TOWN OF WAUKESHA 
WAUKESHA COUNTY 

R/W R/W
VARIES 60' - 125' VARIES 60' - 125' 

40' 40' 
SB LANES NB LANESVARIES 

28' TYP 

2' 12' 12' 12' 2' 12' 12' 12'2' 2' 
C/L 

EXISTING CONCRETE CURB 
& GUTTER (TYP) 

CONCRETE PAVEMENT CONTINUOUS 

EXISTING CONCRETE CURB 
& GUTTER (TYP) 

EXISTING CONCRETE PAVEMENT 9-INCH (TYP)
DIAMOND GRINDING (TYP) 

EXISTING CONCRETE PAVEMENT 9-INCH (TYP) 

CONCRETE PAVEMENT CONTINUOUS 
DIAMOND GRINDING (TYP) 

PROPOSED TYPICAL SECTION - STH 59 

CONCRETE PAVEMENT 9-INCH (TYP) 

6" BASE AGGREGATE DENSE 1 1/4-INCH 

PROPOSED TYPICAL SECTION - STH 59 

12' 2' 

CONCRETE CURB & GUTTER (TYP) 

AUX LANE - RACINE AVE TO BROADWAY ST 



ID 2773-10-01/70 
WIS 59 RECONDITIONING - TYPICAL SECTIONS 
SUNSET DRIVE TO ARCADIAN AVENUE 
CITY AND TOWN OF WAUKESHA 
WAUKESHA COUNTY 

11' 
AUX LANE 

12' 
EB LANE 

12' 
WB LANE 

3' TYP 
SHOULDER 

EXISTING ASPHALT 5" (TYP) 

10" EXISTING BASE AGGREGATE (TYP) 

5" HMA PAVEMENT (TYP) 

10" BASE AGGREGATE DENSE 1 1/4-INCH 

11' 
SHOULDER 

PROPOSED TYPICAL SECTION - RACINE AVE 
EAST OF WIS 59 

5' 5'
11'SIDEWALK SIDEWALK

AUX LANE11' 11' 11' 
SHOULDERVARIES WB LANE VARIES2' 2'(RESTRIPE) 

EXISTING CONCRETE CURB 
EXISTING ASPHALT 5" (TYP) & GUTTER (TYP) 

EB LANE 

10" EXISTING BASE AGGREGATE (TYP) 

PROPOSED TYPICAL SECTION - RACINE AVE 
WEST OF WIS 59 


