
 

 
     

   
   

 

     
       
   

   
         

 
 

 
 

 
 

 

 

 

 

  

  

 

 

  

  

  

Comparison of Intersection Operations in Future Year 2045 

* = Median stores 1 vehicle 

Unsignalized Delay (seconds) Level of Service (LOS) 
25 to 35 D 
35 to 50 E 

50+ F 

N Legend 
2045 Average 

Annual Daily Traffic 
(AADT) 

Type of 
Access to 
US 51 

2045 PM Peak Hour 
Number of Cars in Queue 
Control Delay (seconds) 

LOS 

Estimated Length 
of Delay at LOS F 

locations 

To
w
er

Ro
ad

 
M
ah
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ey

Ro
ad

 
D
yr
es
on

Ro
ad

 
Co

lla
da
y

Po
in
t D

riv
e 

Sc
hn

ei
de

r
D
riv

e 

Full 
Access 

EB: >1 hour 
at LOS F 

EB: >1 hour 
at LOS F 

NB: <15 minutes 
at LOS F 

EB: >1 hour 
at LOS F 

EB: <15 minutes 
at LOS F 

Full 
Access 

WB: <1 hour 
at LOS F 

Tower Road 

US
 5

1 

4 Cars 
>300 s Delay 

LOS F 

1,200 <100 

1 Car 
14.0 s Delay 

LOS B 

US
 5

1 

4,100 

<1,000 

<1,000 

2 Cars 
55.5 s Delay 

LOS F 

1Car 
26.1 s Delay 

LOS D 

US
 5

1 

<1,000 

US
 5

1 

<1,000 
1,300 

6 Cars 
163 s Delay 

LOS F 

1 Car 
76.7 s Delay 

LOS F 

Tower Road 

US
 5

1

1 Car 
13.9 s Delay 

LOS B 
<100 

US
 5

1 

4,100 

<1,000 

<1,000 
1 Car 

26.0 s Delay 
LOS D 

1 Car 
17.3 s Delay 

LOS C 

US
 5

1 

<1,000 

US
 5

1 

<1,000 

1,300 
2-3 Cars 

41.3 s Delay 
LOS E 

1 Car 
25.6 s Delay 

LOS D 

Full 
Access 

Full 
Access 

Full 
Access 

West Leg 
Closed 

Full Access 
with Median* 

Full Access 
with Median* 

Full Access 
with Median* 

Full Access 
with Median* 

No Build 
(US 51 2-Lane, No Median) 

Alternative H 
(US 51 2-Lane With Median) 
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Comparison of Intersection Operations in Future Year 2045 

* = Median stores 1 vehicle 

Unsignalized Delay (seconds) Level of Service (LOS) 
25 to 35 D 
35 to 50 E 

50+ F 

N Legend 
2045 Average 

Annual Daily Traffic 
(AADT) 

Type of 
Access to 
US 51 

2045 PM Peak Hour 
Number of Cars in Queue 
Control Delay (seconds) 

LOS 

Estimated Length 
of Delay at LOS F 

locations 

No Build 
(US 51 2-Lane, No Median) 

Alternative H 
(US 51 2-Lane With Median) 

Ch
ar
le
s

La
ne

 

La
ke

Ke
go
ns
a

Ro
ad

 

H
al
ve
rs
on

Ro
ad

 
S.

 Q
ua

m
D
riv

e 
Br
oo

kl
yn

D
riv
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Full 
Access 

Full 
Access 

Full 
Access 

Full 
Access 

Full 
Access 

Full Access 
with Median* 

Full Access 
with Median* 

Full Access 
with Median* 

Full Access 
with Median* 

Full Access 
with Median* 

NB: >1 hour 
at LOS F 

SB: >1 hour 
at LOS F 

SB: <15 mins 
at LOS F 

US
 5

1 

<1,000 
1 Car 

34.9 s Delay 
LOS D 

Lake Kegonsa 
Road 

1,600 

<1,000 

1 Car 
62.3 s Delay 

LOS F 

4-5 Cars 
211 s Delay 

LOS F 

Halverson 
Road 

<1,000 

2 Cars 
105 s Delay 

LOS F 

1 Car 
20.1 s Delay 

LOS C 

<1,000 

S Quam 
Drive 

<1,000 

1 Car 
21.7 s Delay 

LOS C 

Brooklyn 
Drive 

<1,000 

1 Car 
20.7 s Delay 

LOS C 

US
 5

1 

<1,000 
1 Car 

24.7 s Delay 
LOS C 

Lake Kegonsa 
Road 

1 Car 
24.8 s Delay 

LOS C 

1-2 Cars 
34.8 s Delay 

LOS D 
1,600 

<1,000 

Halverson 
Road 

<1,000 

1 Car 
33.1 s Delay 

LOS D 

1 Car 
20.4 s Delay 

LOS C 

<1,000 

S Quam 
Drive 

<1,000 

1 Car 
20.8 s Delay 

LOS C 

Brooklyn 
Drive 

<1,000 

1 Car 
15.9 s Delay 

LOS C 
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