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Standard Specifications - 2020 Edition Changes
Part 1  General Requirements and Covenants
Section 102  Bidding Requirements and Conditions
Revise 102.5(1) to require prospective bidders to notify the department if discovering and error or omission.
Section 104  Scope of Work
Revise 104.6.1 to expand flagging, add drop-off protection, and add pedestrian facility requirements.
xxxx
Revise 104.10.2(2) to change the department's CRI review from 5 to 10 business days. ASP 6 July 2019 letting.
Section 105  Control of the Work
Revise 105.11.2.1.3(1) to relieve the contractor of maintenance responsibility at substantial completion.
xxxx
Revise 105.13.3(1) to require claim submittal within the time allowed for responding to the semi-final estimate.
Section 106  Control of Materials
Revise 106.3.4.2.2.1 to specify source approval dates and, for aggregate used in concrete, lightweight pieces testing.
Section 107  Legal Relations and Responsibility to the Public
Revise 107.14 to clarify contractor responsible for damage done by public traffic and to relieve the contractor of responsibility for damage from bridge hits. ASP 6 June 2019 letting.
xxxx
Revise 107.17.1(7) to require electronic submittal of shop drawings as PDF files. ASP 6 December 2018 letting.
Section 108  Prosecution and Progress
Revise 108.11(3) to update liquidated damages based on analysis of fiscal 2018 data.
Section 109  Measurement and Payment
Revise 109.1.1 to eliminate the department's use bid items designated as pay plan quantity. ASP 6 January 2019 letting.
xxxx
Revise 109.1.4(1) to specify daily weigh tickets for each load as work is completed.
Part 2  Earthwork
Section 205  Roadway and Drainage Excavation
Revise 205.5.2 to clarify payment for excavation and add provisions for EBS overruns. ASP 6 April 2019 letting.
Section 209  Granular Backfill
Revise 209.4.1(3) to reference general aggregate ticket requirements in 109.1.4.2.
Section 210  Structure Backfill
Revise 210.4(3) to reference general aggregate ticket requirements in 109.1.4.2.
Section 214  Obliterating Old Road
Part 3  Bases, Subbases, and Subgrade Aggregates
Section 301  Base, Subbase, and Subgrade Aggregate
Revise 301.2.4.5(1) to add a freeze-thaw testing requirement for recycled concrete from outside of project limits.
xxxx
Revise 301.4(1) to reference general aggregate ticket requirements in 109.1.4.2.
Section 305  Dense-Graded Base
Revise 305.2.1(2) to allow virgin aggregate above reclaimed asphalt, reprocessed, or blended materials in shoulders adjacent to concrete pavement. ASP 6 December 2018 letting.
Section 325  Pulverized and Re-laid Pavement
Revise 325.3(5) to require daily shoulder grading for drainage during pulverizing and relaying operations.
Section 390  Base Patching
Revise 390.4(1) to specify asphaltic base patching measurement by the ton as specified for asphaltic pavement.
Part 4  Pavements
Section 415  Concrete Pavement
Revise 415.3.16.3(1) to specify clearance from steel embedments when locating thickness test plates.
Section 420  Diamond Grinding
Revise 420.3.2 to define effective wheelbase under the contract and allow shorter grinders for urban work. ASP 6 December 2018 letting.
Section 450  General Requirements for Asphaltic Pavements
Revise 450.3.1.1.4(2) to require daily submission of weigh tickets.
xxxx
Revise 450.3.1.4 to define paver requirements when paving shoulders integrally.
xxxx
Revise 450.3.2.8 define construction requirements of notched wedge joints.
xxxx
Revise 450.3.2.10 to include requirements for integrally-paved shoulders.
xxxx
Revise 450.4(1) to require load tickets as specified for recording truck loads in 450.3.1.1.4.
xxxx
Add 450.4(2) to specify measurement calculation for integrally-paved shoulders the plans do not specify.
xxxx
Revise 450.5.1 to specify payment for integrally-paved shoulders the plans do not specify.
Section 455  Asphaltic Materials
Revise 455.2.4.3(2) to require the contractor to state the emulsion dilution percentage on the bill of lading. ASP 6 December 2018 letting.
xxxx
Revise 455.3.2.1(3) to require paving within 72 hours after tacking for lanes closed to traffic.
xxxx
Revise 455.3.2.5 to define tack coat maintenance and corresponding corrective action.
xxxx
Add 455.3.2.6 to define nonconforming tack coat and corresponding corrective action.
Section 460  Hot Mix Asphalt Pavement
Revise 460.2.1 to specify target air voids for SMA mix designs.
xxxx
Revise 460.2.2.1(2) to specify the test method for clay lumps and friable particles in aggregate.
xxxx
Add 460.2.2.1(3) to specify AASHTO material and testing requirements for mineral filler.
xxxx
Revise Table 460-1 to revise the SMA aggregate gradation ranges and VMA requirements.
xxxx
Revise 460.2.4.3 to require cellulose fibers in SMA mixes and define fiber quality and distribution system.
xxxx
Revise 460.2.5(2) to add footnote 2 specifying the maximum percent binder replacement for SMA mixes.
xxxx
Revise 460.2.7(1) to specify the design methods, test procedures, and mixture requirements for SMA mix designs.
xxxx
Revise table 460-2 to remove ESALs, include clay lumps & friable particles, include plasticity index of mineral filler, and specify SMA asphalt content for TSR testing.
xxxx
Revise 460.2.8.2.1.3.1(4) to define methods for determining blended aggregate gradations and asphalt content.
xxxx
Revise 460.2.8.2.1.3.1(5) to specify exact tonnage rather than minimum tonnage increments for mixture testing.
xxxx
Revise 460.2.8.2.1.3.3 to base waiving QC testing on tons per bid item and delete connection to waiving density testing.
xxxx
Revise 460.2.8.2.1.7(7) to specify additional corrective action criteria for SMA mixtures.
xxxx
Revise 460.2.8.3.1.4(3) to require department verification testing of asphalt content.
xxxx
Revise 460.2.8.3.1.6(1) to define air void verification criteria for SMA mixtures.
xxxx
Revise 460.2.8.3.1.7(1) to specify that both backward and forward samples are required for dispute resolution testing. ASP 6 December 2018 letting.
xxxx
Add 460.2.8.3.1.8(3) to specify criteria for SMA corrective action and dispute resolution.
xxxx
Revise 460.3.1(1) to include SMA bid item encoding and specify SMA aggregate size & binder designation levels.
xxxx
Revise Table 460-3 to specify SMA upper layer density and to reference CMM for material acceptability investigations.
xxxx
Delete 460.3.3.3(3) to remove the link between waiving density testing and mixture testing.
xxxx
Revise 460.5.2.1 (5)&(6) to specify pay for nonconforming SMA material and acceptance limits for SMA air voids.
xxxx
Revise 460.5.2.3(1) to specify lot individual air void requirements for density incentive pay adjustment eligibility.
xxxx
Add 460.5.2.3(4) to specify SMA maximum density required for lot density incentive pay adjustment eligibility.
xxxx
Add 460.5.2.3(5) to require mixture air void testing for lot density incentive pay adjustment eligibility.
Section 475  Seal Coat
Revise 475.4(1) to require tickets as specified for aggregates for measurement of seal coat by the ton.
Part 5  Structures
Section 501  Concrete
Revise 501.3.8.2.1(2) to include hot weather placement provisions for permanent concrete barrier bid items. ASP 6 April 2019 letting.
Section 502  Concrete Bridges
Revise 502.3.6.3.3 to require a field welding plan and daily submittal of form DT2320.
xxxx
Revise 502.4.5 to renumber the Expansion Device bid item and measure by linear foot instead of as a lump sum.
Section 505  Steel Reinforcement
Delete 505.2.4.3 - 505.2.4.10 to remove WisDOT-specific requirements and instead follow ASTM A775.
Section 506  Steel Bridges
Revise 506.2.2.1(2) to add additional steel structural components that require Charpy testing.
xxxx
Revise 506.3.1.1(1) to add/clarify members that require a fabricator from WisDOT's APL for primary members.
xxxx
Revise 506.3.2(4) to require electronic submittal of shop drawings as a PDF file to the railroad company for railroad structures. ASP 6 December 2018 letting.
xxxx
Revise 506.3.19.1 to require field welding plans, AWS inspectors for primary members, & daily form DT2320 submittal.
Section 520  Pipe Culverts
Revise 520.2.5.1(2) to reference general aggregate ticket requirements in 109.1.4.2.
Section 526  Temporary Structures
Revise 526.3.2(2) to clarify what contractor plans need to show and what information the contract plans provide.
Section 550  Driven Piles
Revise 550.3.4.1.1 to require a field welding plan and daily submittal of form DT2320.
Part 6  Incidental Construction
Section 603  Concrete Barrier
Revise 603.2 to specify class I barrier concrete for cast-in-place concrete barrier allow ACI 355.4 adhesive.
xxxx
Revise 603.3.1.1(3) to include hot weather placement provisions for permanent concrete barrier bid items. ASP 6 April 2019 letting.
Section 606  Riprap
Revise 606.2.1(2) to define extra-light riprap for use in drainage and erosion control applications.
xxxx
Revise 606.3.1 to add construction requirements for extra-light riprap.
xxxx
Revise 606.5(1) to add the Riprap Extra-Light bid item.
Section 608  Storm Sewer
Revise 608.2.2.1(5) to reference general aggregate ticket requirements in 109.1.4.2.
xxxx
Revise 608.2.2.2(2) to include a crushed gravel alternate for foundation backfill.
Section 628  Erosion Control
Revise 628.2.12 to incorporate sewn sample requirement and move the woven polypropylene requirement to the PAL.
xxxx
Revise 628.5.1(2) to include Seed Water in the list of bid items for borrow sites and material disposal sites.
xxxx
Revise 628.5.11(2) to increase the deduct & refer to the Failing to Mobilize for Erosion Control admin item.
xxxx
Revise 628.5.12(2) to increase the deduct & refer to the Failing to Mobilize for Emergency Erosion Control admin item.
Section 630  Seeding
Add 630.2.1.2(2) to define PLS and reference the CMM for sowing rate and measurement calculations.
xxxx
Revise table 630-1 to require more red fescue and less perennial ryegrass to promote germination.
xxxx
Delete 630.2.1.5.1.4 because all disturbed areas now use the same seed.
xxxx
Add 630.2.2 to specify water for seeding.
xxxx
Add 630.3.6 to specify water for seeding.
xxxx
Revise 630.3.7 to add teasel and phragmites to the list of species requiring eradication.
xxxx
Revise 630.5 to add the Seed Water bid item and specify separate payment for seed covering.
Section 633  Delineators and Markers
Revise 633.5 to rename the Delineators Barrier Wall bid item formerly known as the Delineator Brackets bid item.
Section 636  Concrete Sign Supports
Revise 636.3.3(6) to clarify engineer involvement when casing is required.
Section 644  Temporary Pedestrian Facilities
Add Section 644 to specify temporary pedestrian facilities by incorporating STSP 644-010, 644-020, and 644-030.
Section 646  Pavement Marking
Add 646.3.1.2(5) to require scarifying stone matrix asphalt before marking.
xxxx
Revise 646.3.1.2(6) to specify glass bead application rates for wet reflective epoxy from the department’s APL. ASP 6 June 2019 letting.
xxxx
Add 646.3.1.5 to specify initial acceptance criteria based on retroreflectivity readings for all marking types.
xxxx
Revise 646.3.1.6 to limit 180-day proving periods to grooved-in marking.
xxxx
Revise 646.3.2.3.2(1) to reference the APL for reflective/recoverable elements and glass bead application rates. ASP 6 June 2019 letting.
Section 650  Construction Staking
Revise 650 to implement AMG alternates for all or part of work done under the contractor staking bid items. ASP 6 December 2018 letting.
Section 657  Poles, Arms, Standards, and Bases
Revise 657.3.3.2.3(4) to require full tensioning with 48 hours after installing arms.
Part 7  Quality Management Program
Section 715  QMP Concrete Pavement and Structures
Revise 715.1.1.2(1) to define small quantities of barrier concrete per contract instead of per bid item.
xxxx
Add 715.2.1(5) to extend SAM testing to all new lab-qualified class 1 concrete mixes including those for structures and concrete barrier.
xxxx
Revise 715.2.3.1(1) to base barrier concrete on pavement mixes with strength based on structures concrete.
xxxx
Revise 715.3.1.1(2) to extend field SAM testing for all class I concrete including structures and concrete barrier.
xxxx
Revise 715.3.1.2.3(1) to specify sublot and lot sizes for cast-in-place concrete barrier.
xxxx
Revise 715.5.1 to add an incentive bid item and a disincentive administrative item for concrete barrier strength.
Section 730  QMP Base Aggregate
xxxx
Revise 730.3.1(2) to define corrective action policy for non-conforming stockpile tests before placing material.
xxxx
Revise 730.3.2(2) to change contractor-required aggregate sample retention from 7 placement to 10 calendar days.
Bid Items
Part 5 Bid Items
Replace the lump sum Expansion Device bid items with a new item paid by the linear foot.
Part 6 Bid Items
Add new Riprap Extra-Light bid item for use in drainage and erosion control applications.
xxxx
Retire the Storm Sewer Pipe Composite 6-Inch bid item.
xxxx
Revise the Wisconsin Historical Marker bid item to change it from lump sum to each.
xxxx
Retire the obsolete Hauling (material) bid item.
xxxx
Add new Seed Water bid item to replace region special provisions.
xxxx
Rename the Delineators Barrier Wall bid item formerly known as Delineator Brackets.
xxxx
Add new bid items for temporary pedestrian facilities.
Part 7 Bid Items
Add a new incentive bid item for concrete barrier strength.


Look Ahead - 2020 Bid Items effective with the December 2020 letting
BID ITEMS ADDED
ITEM	DESCRIPTION	UNIT
*460.5226	HMA Pavement 6 LT 58-28 S	TON
*460.5246	HMA Pavement 6 LT 58-34 S	TON
*460.5425	HMA Pavement 5 LT 58-28 H	TON
*460.5426	HMA Pavement 6 LT 58-28 H	TON
*460.5445	HMA Pavement 5 LT 58-34 H	TON
*460.5446	HMA Pavement 6 LT 58-34 H	TON
*460.6226	HMA Pavement 6 MT 58-28 S	TON
*460.6246	HMA Pavement 6 MT 58-34 S	TON
*460.6426	HMA Pavement 6 MT 58-28 H	TON
*460.6446	HMA Pavement 6 MT 58-34 H	TON
*460.6624	HMA Pavement 4 MT 58-28 V	TON
*460.6625	HMA Pavement 5 MT 58-28 V	TON
*460.6626	HMA Pavement 6 MT 58-28 V	TON
*460.6646	HMA Pavement 6 MT 58-34 V	TON
*460.7226	HMA Pavement 6 HT 58-28 S	TON
*460.7246	HMA Pavement 6 HT 58-34 S	TON
*460.7426	HMA Pavement 6 HT 58-28 H	TON
*460.7446	HMA Pavement 6 HT 58-34 H	TON
*460.7626	HMA Pavement 6 HT 58-28 V	TON
*460.7646	HMA Pavement 6 HT 58-34 V	TON
*460.7845	HMA Pavement 5 HT 58-34 E	TON
*460.8824	HMA Pavement 4 SMA 58-28 E	TON
*460.8825	HMA Pavement 5 SMA 58-28 E	TON
*460.8844	HMA Pavement 4 SMA 58-34 E	TON
*460.8845	HMA Pavement 5 SMA 58-34 E	TON
603.8500	Anchoring Concrete Barrier Temporary Precast	LF
633.5350	Markers Permanent Flexible	EACH
655.0142	Cable In Duct 4-2 AWG	LF

BID ITEMS RETIRED
ITEM	DESCRIPTION	UNIT
633.5300	Markers Crossover	EACH
633.5400	Markers Median	EACH
634.0410	Posts Wood 4x4-Inch x 10-FT	EACH
634.0412	Posts Wood 4x4-Inch x 12-FT	EACH
634.0414	Posts Wood 4x4-Inch x 14-FT	EACH
634.0416	Posts Wood 4x4-Inch x 16-FT	EACH
634.0418	Posts Wood 4x4-Inch x 18-FT	EACH

BID ITEMS RENAMED
ITEM	DESCRIPTION	UNIT
502.3101	Expansion Device (structure)	LF
502.3111.S	Expansion Device Modular (structure)	LF
603.8505	Anchoring Concrete Barrier Temporary Precast on Bridge Decks	LF

*Currently in TrnsPort. All other items, both added or retired, are tentative and subject to change.
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CMM - Changes for 2020 Construction
Chapter 1: General Provisions
Section 1-30  Hazardous Materials
Revise 1-30.1.2 to update and provide more detail regarding information contained on chemical Safety Data Sheets.
xxxx
Revise 1-30.2 to Figure 3 to update and provide more detail regarding contamination found during construction.
xxxx
Revise 1-30.3.1.2 to update and provide more detail and documentation regarding contract-required notification timeframes.
Section 1-35  Safety
Revise 1-35.3.2.3 to reference flagging operations moved to CMM 1-45.
Section 1-45  Traffic Control
Add 1-45.14 to move flagging from 1-35; include new guidance for flagger certification, temporary portable rumble strips, and pilot car use; and link to the updated Wisconsin Flagging Handbook.
Section 158  Cultural Resources (Archaeology, Burial sites, and Historic Structures)
Retitle and rewrite 1-58 to include historical structures and update the Cultural Resource Review process.
Section 1-65  Contract Records
Old News: Revise 1-65.7 (Pantry Software) to update the location for Pantry forms to the AWPKB website.
Section 1-70  Performance Measures
Revise 1-70.3.1 to share a copy of the design quality index with the local public agency.
Chapter 2: Contract Management
Section 2-31  Use of Materials Found on the Project
Revise 2-31.3 to update guidance for material the contractor obtains from within the ROW but outside the excavation limits.
Section 2-32  Measurement and Payment
Revise 2-32.1 to discuss using estimated quantities for progress payments and documenting final payment.
Section 2-38  Administrative Items
Add administrative items for material obtained from within the right-of-way but outside the excavation limits and for the costs associated with the departments dispute resolution procedures.
Section 2-42  Contract Modifications
Revise 2-42.1 to include the three critical components to consider when a contractor requests a change order.
xxxx
Revise 2-42.3 to reflect simplified contractor notification adopted with the recently updated claims process.
xxxx
Breaking News: 2-42.5 to reference the new CMJ form DT2355 that includes notification of local public agencies.
xxxx
Add 2-42.5.1.8 to create a separate reason code for change orders related to utility conflicts.
Section 2-53  Dispute Resolution Procedures
Add new section for the department's dispute resolution procedures with no substantive changes from what was online.
Section 2-54  Contract Claims
Revise 2-54.1 to include the three critical components to consider when a contractor requests a change order.
xxxx
Revise 2-54.2 to notify the appropriate BPD construction oversight engineer when the contractor submits a notice of claim.
xxxx
Revise 2-54. 2 to reference the department's claims process recently simplified to expedite resolving field disputes.
Chapter 5: Structures
Section 5-20  Steel Bridges
Revise 5-20.1 to clarify review process for shop drawings
xxxx
Revise 5-20.2.2 and 5-20.2.3 to include mill cert submittal requirements.
xxxx
Revise 5-20.6.5.4 to include exceptions to CWI requirements and require NDE test results.
Chapter 6: Miscellaneous Construction
Section 6-50  Pavement Marking and Delineation
Rewrite 6-50 to update and streamline pavement marking guidance.
xxxx
Add 650.4.4 to provide guidance for how to handle water in grooves.
Chapter 8: Materials Testing, Sampling, Acceptance
Section 8-10  Materials - General
Revise 8-10.5.4.1 to provide guidance for rebar that does not meet the AASHTO M31 bend test contract requirement.
Section 8-15  Density Testing
Revise 8-15.10.2 to specify that all sublots be determined by the linear sublot system and to specify how sublots are laid out.
xxxx
Revise 8-15.10.4 to describe density determination and required accuracy.
Section 8-34  QMP - Aggregate
Retitle and revise 8-34.1.1 to include before-placement testing and update details for stockpile testing.
Section 8-36  QMP - HMA
Revise 8-36.6.3 to define the default method for AC determination and require contractor to submit IOCF material.
xxxx
Revise 8-36.6.3.6 to require AASHTO R96 ignition ovens, include AASHTO T308 for contractors, & clarify IOCF requirements.
xxxx
Revise 8-36.6.3.7 to allow lab-batched IOCF material for old mixes, define IOCF samples, and clarify when to recalculate IOCF.
xxxx
Revise 8-36.6.3.7.1 to clarify contractor responsibilities when using plant-produced material for the IOCF.
xxxx
Revise 8-36.6.3.8 to clarify that the contractor may conduct a comparison of AC with any random QV test.
Section 8-60  Materials Testing and Acceptance - Aggregates
Add 8-60.2.7 to describe WisDOT modifications to standard AASHTO T103 freeze-thaw soundness testing requirements.
Section 8-75  Materials Testing and Acceptance - Structures
Revise 8-75.3.1 to have the project leader or manager review mill test reports before incorporation into a sign structure.
xxxx
Revise 8-75.4.1 to have the project leader or manager review mill test reports before incorporation into a structure.
xxxx
Revise 8-75.4.3 to require fabricators to update quality control plans annually.







Look Ahead - Administrative Items
ADMINISTRATIVE ITEMS ADDED
ITEM	DESCRIPTION	UNIT
*801.0400	Material from Right-of-Way	DOL
*801.0436	Dispute Review Board	DOL
*804.6057	Disincentive Strength Concrete Barrier	DOL

ADMINISTRATIVE ITEMS RETIRED
ITEM	DESCRIPTION	UNIT
*804.3010	Disincentive Density Asphaltic Material	DOL

ADMINISTRATIVE ITEMS RENAMED
ITEM	DESCRIPTION	UNIT
804.6060	Ice Hot Weather Concreting	DOL
*Currently in TrnsPort. Other items are tentative and subject to change.
Effective with the December 2019 Letting	1	2020 Standard Specifications
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