
PROPOSED TYPICAL SECTION

8' 12'
TRAVEL LANE

12'
TRAVEL LANE

10'

US 8
CL
44'

CRUSHED AGGREGATE
BASE COURSE (TO REMAIN)

2" REMOVING ASPHALTIC
SURFACE MILLING

ASPHALTIC PAVEMENT
BASE COURSE (TO REMAIN)

2" HOT MIX ASPHALT PAVEMENT CONCRETE SIDEWALK (TO REMAIN)

CONCRETE CURB & GUTTER (TO REMAIN)

CONCRETE SIDEWALK (TO REMAIN)

CONCRETE CURB & GUTTER  (TO REMAIN)

PROPOSED TYPICAL SECTION
WASHINGTON STREET TO MADISON STREET

LOOKING SOUTH

10' 8'
PARKING LANE

*

12'
TRAVEL LANE

12'
TRAVEL LANE

8'
PARKING LANE

*

4'

US 8
CL
44'

CONCRETE GUTTER

2'

VARIABLE HEAD CURB & GUTTER

CONCRETE SIDEWALK (TO REMAIN)

EXISTING CONCRETE SIDEWALK TERRACE (13.1% MAX)

1.5%

4'+/- 3'

8.3% (MAX)

CONCRETE SIDEWALK

CRUSHED AGGREGATE
BASE COURSE (TO REMAIN)

2" REMOVING ASPHALTIC
SURFACE MILLING

ASPHALTIC PAVEMENT
BASE COURSE (TO REMAIN)

2" HOT MIX ASPHALT
PAVEMENT

SIDEWALK
IMPROVEMENT

*

8'
PARKING LANE

*

8'
PARKING LANE

*

GLEN STREET TO WASHINGTON STREET
LOOKING SOUTH

CITY OF CRANDON, LAKE AVENUE
GLEN STREET TO PIONEER STREET
US 8
FOREST COUNTY
STATE ID 1590-18-00/70
MAY 2022 * PROPOSED WORK PENDING CITY PARTICIPATION

JMalenofski
Draft


