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WIS 54-Outagamie County

SEYMOUR - GREEN BAY
FRENCH ROAD - SEMINARY ROAD

WIS 54

OUTAGAMIE COUNTY

STATE PROJECT NO.
6230-20-71

STA. 1309+11.91
EXISTING 42" RCCP (TO REMAIN)
1 MARKER POST REQ'D.

STA. 1315+46.04
EXISTING 36" RCCP (TO REMAIN)
REPLACE NORTH ENDWALL

REPLACING
GUARDRAIL

STA. 1329+11.62
EXISTING 10x3.5 BOX CULVERT
(TO REMAIN)

STA. 1340+38.98
EXISTING 42" RCCP (TO REMAIN)
REPLACE NORTH AND SOUTH ENDWALLS

STA. 1345+57.33
EXISTING 5.9x10 BOX CULVERT
(TO REMAIN)

STA. 1362+16.90
EXISTING 24" RCCP (TO REMAIN)
EROSION CONTROL REQ'D. AT
INLET OR OUTLET

STA. 1368+25.97
EXISTING 30" RCCP (TO REMAIN)
REPLACE NORTH AND SOUTH ENDWALLS

OCTOBER 2021

NATURAL
GROUND

 TYPICAL FINISHED SECTION FOR WIS 54

3/4-INCH BASE AGGREGATE
DENSE FOR SHOULDERSEXISTING GRANULAR SUBGRADE

(TO REMAIN)

WIS 54 CONSTRUCTION R/L

REMOVE ASPHALTIC
SURFACE 4" MILLING

0.02'/' 0.02'/'0.04'/'

12'5'

4" HMA PAVEMENT
1 3/4-INCH 4 LT 58-28S (UPPER LAYER)
2 1/4-INCH 3 LT 58-28S (LOWER LAYER)

3'

NATURAL
GROUND

0.04'/'

12' 5' 3'

3/4-INCH BASE AGGREGATE
DENSE FOR SHOULDERS

EXISTING HMA PAVEMENT
(TO REMAIN)

EXISTING BASE AGGREGATE
DENSE (TO REMAIN)

2' 2'* *

* WHERE EXISTING PAVED SHOULDER EQUALS 3'.  A 5' MINIMUM PAVED
SHOULDER IS REQUIRED THROUGHOUT PROJECT LIMITS.
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