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WIS 54-Outagamie County

SEYMOUR - GREEN BAY
FRENCH ROAD - SEMINARY ROAD

WIS 54

OUTAGAMIE COUNTY

STATE PROJECT NO.
6230-20-71

STA. 1538+04.13
EXISTING 42" RCCP
(TO REMAIN)

END PROJECT
END RESURFACING
STA. 1537+54.00
Y= 881980.669
X= 649813.407

REPLACING
GUARDRAIL

STA. 1523+71.71
EXISTING 6x5.5 BOX CULVERT
(TO REMAIN)

STA. 1457+95.36
EXISTING 48" RCCP (TO REMAIN)
REPLACE NORTH AND SOUTH ENDWALLS

REPLACING
GUARDRAIL

STA. 1440+17.74
EXISTING 10x6 BOX CULVERT
(TO REMAIN)

STA. 1447+78.14
EXISTING 48" RCCP (TO REMAIN)
REPLACE NORTH AND SOUTH ENDWALLS

REPLACING
GUARDRAIL

STA. 1417+16.68
EXISTING 5x4 BOX CULVERT
(TO REMAIN)

OCTOBER 2021

NATURAL
GROUND

 TYPICAL FINISHED SECTION FOR WIS 54

3/4-INCH BASE AGGREGATE
DENSE FOR SHOULDERSEXISTING GRANULAR SUBGRADE

(TO REMAIN)

WIS 54 CONSTRUCTION R/L

REMOVE ASPHALTIC
SURFACE 4" MILLING

0.02'/' 0.02'/'0.04'/'

12'5'

4" HMA PAVEMENT
1 3/4-INCH 4 LT 58-28S (UPPER LAYER)
2 1/4-INCH 3 LT 58-28S (LOWER LAYER)

3'

NATURAL
GROUND

0.04'/'

12' 5' 3'

3/4-INCH BASE AGGREGATE
DENSE FOR SHOULDERS

EXISTING HMA PAVEMENT
(TO REMAIN)

EXISTING BASE AGGREGATE
DENSE (TO REMAIN)

2' 2'* *

* WHERE EXISTING PAVED SHOULDER EQUALS 3'.  A 5' MINIMUM PAVED
SHOULDER IS REQUIRED THROUGHOUT PROJECT LIMITS.
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