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PROJECT 5845-16-73
US 51

HARRISON ST TO ROBY RD
DANE COUNTY
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CONCRETE PAVEMENT 8-INCH (DOWELED)
6 " BASE AGGREGATE DENSE 1 1/4-INCH
16 " SELECT CRUSHED MATERIAL

CONCRETE CURB & GUTTER
30-INCH TYPE A (TYP.)

TIE BAR (TYP.) TIE BAR (TYP.)
CONCRETE PAVEMENT 8-INCH (DOWELED)

6 " BASE AGGREGATE DENSE 1 1/4-INCH

16 " SELECT CRUSHED MATERIAL

PIPE UNDERDRAIN (6-INCH)
WITH GEOTEXTILE FABRIC

AND AGGREGATE (TYP.)

VAR VAR

VARIES 10'
VARIES

5' NORMAL 12' 12'
VARIES

16' NORMAL 12' 12'
VARIES

5' NORMAL 10' VARIES
TRAVEL LANE

A TOPSOIL, SEED, FERTILIZER, AND EROSION MAT URBAN

A A A AA

PROPOSED TYPICAL SECTION
STA. 458+67 - STA. 484+48

TRAVEL LANE TRAVEL LANE TRAVEL LANE

2%2% 2%2%
1.5% 1.5%VARIES VARIES

VAR VAR

PIPE UNDERDRAIN (6-INCH)
WITH GEOTEXTILE FABRIC

AND AGGREGATE (TYP.)

CONCRETE CURB & GUTTER
30-INCH TYPE A (TYP.)

CONCRETE SIDEWALK 5-INCH
6 " BASE AGGREGATE DENSE 1 1/4-INCH

CONCRETE SIDEWALK 5-INCH
6 " BASE AGGREGATE DENSE 1 1/4-INCH
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