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TYPICAL SECTION

MSE BACKFILL

EXISTING GRADE

F.F. R-  -   

R/L RETAINING WALL R-  - 
(F.F. OF RETAINING WALL)

FINISHED GRADE

BOTTOM OF WALL/TOP OF 
LEVELING PAD

TOP OF WALL

DESIGNER NOTE

(MSE WALL WITH CONCRETE PANEL FACING) (MSE WALL WITH MODULAR BLOCK FACING)

SET BACK PER BLOCK VARIES BY 
MANUFACTURER

LIMITS OF MECHANICALLY 
STABILIZED EARTH (MSE)

LIMITS OF MECHANICALLY 
STABILIZED EARTH (MSE)

SEE STD. 14.02
FOR COPING DETAIL

UNREINFORCED CONCRETE
LEVELING PAD.
1'-0" (MIN.) X 6" (MIN.)

PIPE UNDERDRAIN WRAPPED (6-INCH)
SLOPE 0.5% MIN. TO SUITABLE 
DRAINAGE. ATTACH RODENT SHIELD 
AT ENDS OF PIPE UNDERDRAIN.
(SHOW DETAILS ON PLANS. SEE STD. 
12.01 FOR DETAILS)

PIPE UNDERDRAIN WRAPPED (6-INCH)
SLOPE 0.5% MIN. TO SUITABLE 
DRAINAGE. ATTACH RODENT SHIELD
AT ENDS OF PIPE UNDERDRAIN.
(SHOW DETAILS ON PLANS. SEE STD. 
12.01 FOR DETAILS)

UNREINFORCED CONCRETE
LEVELING PAD.
6" (MIN.) THICK.

1
X MIN.

SEE STANDARD 14.02 FOR ADDITIONAL INFORMATION

MSE WALL 
REINFORCEMENT, 
TYP. MSE WALL 

REINFORCEMENT, 
TYP.
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R/L RETAINING WALL R-  -
(F.F. OF RETAINING WALL @
FINISH GRADE)

WALL BACKFILL, COURSE
AGGREGATE NO. 1 B.F. WALL
(1'-0" MIN) WITHIN WALL
REINFORCING ZONE)
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APPROVED:
DATE:

STANDARD

MSE WALL PANEL
AND BLOCK FACING

14.11
1-20Laura Shadewald


