
FALSE JOINT
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APPROX. 12:1 SLOPE

F.F. ABUT.

2:1

EARTH BACKFILL FOUNDATION BED

C/L PLANES OF WEAKNESS
OR FALSE JOINTS

APPROX. 100:1 SLOPE

BLEND WITH ADJACENT TERRAIN

4" MIN.

EDGE OF CONCRETE
SLOPE PAVING

UNIFORM SPACING
5'-0" TO 10'-0"

WINGWALL

FORM PLANES OF WEAKNESS OR
FALSE JOINTS IN THE CONCRETE BY
SCORING THE FINISHED SURFACE AT

CONCRETE HEADER WALL FULL
WIDTH OF SLOPE PAVING

> 15° SKEW0° - 15° SKEW

A

A

BERM

CONCRETE

HEADER

WINGWALL

CONSTRUCTION JOINT
PARALLEL TO C/L ROADWAY BERM

CURB AND GUTTER

KEYED CONST. JOINT
FORMED BY 2" X 2"

CONSTRUCTION JOINT
NORMAL TO C/L 
SUBSTRUCTURE

UNIFORM SPACING
5'-0" TO 10'-0"

90°

C/L OF
BRIDGE

C/L OF
BRIDGE

CONCRETE

HEADER

A

A

2:1

CONCRETE HEADER
WALL FULL WIDTH
OF SLOPE PAVING

M
IN

.

EDGE OF SHOULDER

(RURAL ROADWAY)

SEE FDM 11-35-1
FOR LOCATION OF
SLOPE BREAK POINT

SEE FDM 11-35-1
FOR LOCATION OF
SLOPE BREAK POINT

(TYPICAL SECTION SHOWN)
3:1 MAX.

3:1 MAX.

SEE FDM 11-35-1
FOR LOCATION OF
SLOPE BREAK POINT

EDGE OF SUPERSTRUCTURE (TYP.) EDGE OF SUPERSTRUCTURE (TYP.)

STONE,  TYP.

MIN.

M
IN

.

MIN.

M
IN

.

1.5%

1" FILLER

F.F. ABUT.

1" FILLER

F.F. ABUT.

1" FILLER

EDGE OF
SUPERSTRUCTURE

BERM

BID ITEMS SHALL BE "SLOPE PAVING CONCRETE"
AND "PIPE UNDERDRAIN WRAPPED 6-INCH"

CONCRETE HEADER
WALL FULL WIDTH
OF SLOPE PAVING

PIPE UNDERDRAIN WRAPPED (6-INCH). SLOPE 0.5% MIN.
TO SUITABLE DRAINAGE. ATTACH RODENT SHIELD AT
ENDS OF PIPE UNDERDRAIN. (SHOW DETAILS ON PLANS.
SEE STD. 9.01  FOR DETAILS)
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LEAST 12" DEEP WITH A JOINT TOOL.

4"
 M

IN
.

2'-0" TYP. SIDEWALK VARIES

1'
-6

"

8"

2'-0"VARIABLE - 5'-0" MIN.

TYPICAL SECTION

PLAN

CONSTRUCTION JOINT DETAIL

ALT. SECTION @ SHOULDER

SECTION @ SIDEWALK
NOTE

LEGEND

SECTION A-A

2'-6"

APPROVED:
DATE:

STANDARD

SLOPE PAVING - STRUCTURES
(CONCRETE CAST-IN-PLACE)

15.03
7-20Laura Shadewald


