
3" X 3" 
CHAMFER, 
TYP.

3" X 3" 
CHAMFER, 
TYP.

3" X 3" 
CHAMFER, 
TYP.
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8   , TYP.

4'-0" SECTIONS

   , TYP.

9   , TYP.

9 10

SECT.
DEPTH

SECT.
NO. "A" "B" "C"

REBAR DIMENSION
LEGEND

DESIGNER NOTE

CHAMFER, TYP.

SECTION 4
(24 STRANDS)

OMIT SHEAR KEY ON
EXTERIOR FACE OF
EXTERIOR GIRDERS. 

CHAMFER, 
TYP.

SHEAR CONNECTOR
TIE ONE LEG OF BAR TO  3

EPOXY COAT BARS
#4 AT 2'-0" MAX.

(FOR SECTIONS 2-6)

SHEAR CONNECTOR
TIE ONE LEG OF BAR TO  3

EPOXY COAT BARS
#4 AT 2'-0" MAX.
(FOR SECTION 1)

SEE STANDARD 19.50 FOR NOTES,  DESIGNER 
NOTES,  MATERIAL PROPERTIES.

DIMENSION GIVEN FOR A POST-TENSIONING 
DUCT 1'-10" FROM END OF PRESTRESSED BOX 
GIRDER.

DIMENSION GIVEN FOR STIRRUPS 
PERPENDICULAR TO THE PRESTRESSED BOX 
GIRDER LENGTH.  ADJUST THE DIMENSION FOR 
STIRRUPS AT SKEWED PRESTRESSED BOX 
GIRDER ENDS.

SHOW SPACING FOR THESE STRANDS ONLY IF 
REQUIRED BY DESIGN.

SUBSTITUTE 11  BAR ON EXTERIOR EDGE OF 
EXTERIOR GIRDERS.  SEE STANDARD 19.56.

1" DIA. VENT
HOLE, TYP.

1" DIA. VENT
HOLE, TYP.

1" DIA. VENT
HOLE, TYP.

1" DIA. VENT
HOLE, TYP.

1" DIA. VENT
HOLE, TYP.

4"

3
8"
34"

3"

3
4"

SHEAR KEY
RECESS DETAIL

1'
-0

"

8" 8"

4"

1'
-6

"

4"

BOTTOM ABUTMENT BAR
EPOXY COAT BARS

(5) #4 BARS

TOP ABUTMENT BAR
SECTION 5 & 6 ONLY

EPOXY COAT BARS
(5) #4 BARS

BOTTOM STIRRUP
#4 AT 1'-0" MAX.

OMIT 90° BEND FOR SECTIONS 3-6

DUCT STIRRUP
#4 AT 9" MAX.

(6) EACH GIRDER END
(12) EACH GIRDER DUCT

DUCT STIRRUP
#4 AT 9" MAX.

(6) EACH GIRDER END

LONGITUDINAL BAR
(5) #4 BARS MIN. FOR SECTION 1

(7) #4 BARS MIN. FOR SECTIONS 2-6

END BLOCK BOTTOM STIRRUP
#4 AND #5 BARS

SEE ELEVATION FOR SPACING

TOP STIRRUP
#5 AT 1'-0" MAX.
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51 2" 13
4" CL

112" CL
TYP.

SECTION 5
(24 STRANDS)

4'-0"

10"
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@ 2" O.C.
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2" 3"

11 2" CL
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SECTION 6
(24 STRANDS)
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10"

2" 3"

11 2" CL
21 2"

C/
L 

ST
RA

N
D

2 
SP

A.
@

2"

5"5"

3

8   , TYP.
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3" 51 2" 13

4" CL

112" CL
TYP.
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51 2"

3

8   , TYP.
9   , TYP.

51 2" 13 4" CL

11
2" CL

TYP.

9   , TYP.
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3"

51 2"4

5

11
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SECTION 3
(24 STRANDS)
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9   , TYP.

51 2" 13
4" CL

112" CL
TYP.

3"

3" 2"

8"

19 SPA.
@ 2" O.C.

SECTION 2
(22 STRANDS)
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1'
-5

"
3"

5"

11 2" CL
21 2"
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13 4" CL

11
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   , TYP.

51 2"

CHAMFER, TYP.
11

2" X 11
2"

9   , TYP.

5" 19 SPA.
@ 2" O.C.
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4'-0"

SECTION 1
(20 STRANDS)
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