
JOINTS TO BE GROUTED
BEFORE POST-TENSIONING.

JOINTS TO BE GROUTED
BEFORE POST-TENSIONING.

ANCHOR DETAILS
TO BE SUBMITTED
TO THE STRUCTURES
DESIGN SECTION
FOR APPROVAL.

NO SKEW WITH SKEW

POCKET CAN BE 
CHAMFERED

NON-SHRINK GROUT

(SECTIONS 1 THROUGH 4)

(MAY ALSO BE ROUND)

SEAL WASHER
(SEE DETAIL)

SEAL WASHER
(SEE DETAIL)

(SECTIONS 5 AND 6)

GROUT TUBE

GROUT TUBE
GROUT TUBE (IN EXTERIOR GIRDERS AND NEAR CROWN LINE.)

GROUT TUBE (IN EXTERIOR GIRDERS AND NEAR CROWN LINE.)

A

A

B

B 1" DIA. VENT
HOLE, TYP.

1" DIA. VENT
HOLE, TYP.

SELF-ADHESIVE 
COMPRESSIBLE 
SEALER (CUT LATER 
TO DRAIN MOISTURE)

8" X 8" X 5" MIN. STRESS POCKET PLACED
PERPENDICULAR TO STRAND HOLES.

ANCHOR DETAILS
TO BE SUBMITTED
TO THE STRUCTURES
DESIGN SECTION
FOR APPROVAL.

8" X 8" X 5" MIN. STRESS POCKET PLACED
PERPENDICULAR TO STRAND HOLES.

2" MAX.

11
4" MAX.

2"

3
4" MIN.

11
2" MIN.

8"

8"

3 - 12 " DIA. STRANDS (f's = 270 KSI) POST-TENSIONED TO
BE 86.7 KIPS PER DUCT OR OTHER APPROVED POST-
TENSIONING SYSTEM PROVIDING AN EQUAL FORCE.
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3 - 1 2" DIA. STRANDS (f's = 270 KSI) POST-TENSIONED
TO BE 86.7 KIPS PER DUCT OR OTHER APPROVED POST-
TENSIONING SYSTEM PROVIDING AN EQUAL FORCE.
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3

D/
3

8"
8"

8"

9"

9"

5"
SPONGE NEOPRENE
31

4" MIN. THICK
DIA.

C/L 41
2" DIA. HOLE FOR

POST-TENSIONING
PLACED ALONG SKEW

C/L 41
2" DIA. HOLE FOR

POST-TENSIONING

8"

5"

7" 7"

8"

5"

7"

SHEAR KEY DETAILSECTION A-A

POST-TENSIONING DETAILS - ONE DUCT PER DIAPHRAGM

POST-TENSIONING DETAILS - TWO DUCTS PER DIAPHRAGM

SECTION B-B

STRESS POCKET DETAIL

SEAL WASHER

APPROVED:
DATE:

STANDARD

PRESTRESSED BOX
GIRDER DETAILS 3
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