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DESIGNER NOTES

OUTSIDE EDGE OF 
CAST-IN-PLACE DECK

OUTSIDE EDGE OF 
CAST-IN-PLACE DECK

BACK FACE OF 
PARAPET

BACK FACE OF 
PARAPET

BACK FACE OF 
PARAPET

  BAR

SINGLE SLOPE 
PARAPET 42SS 
SHOWN, TYP.

LEGEND

OUTSIDE EDGE OF 
CAST-IN-PLACE DECK

CONST. JOINT - STRIKE OFF AS SHOWN.

TOP OF DECK

BACK FACE OF 
PARAPET

BAR       TO BE PAID AS PART OF BID ITEM 
"PRESTRESSED BOX GIRDER TYPE XX-INCH".

  , TYP.

  , TYP.

  , SEE DETAIL B.  , SEE DETAIL B.  , SEE DETAIL B.

DETAIL B

NOTE

11

111111

11

11

11

C

SECTION A-A SECTION B-B SECTION C-C

TOP OF SINGLE 
SLOPE PARAPET

SEE CHAPTER 30 STANDARDS FOR SINGLE SLOPE PARAPET 
DETAILS.

DETAILS SHOWN ARE APPLICABLE FOR CONCRETE 
ABUTMENTS.  DETAILS TO BE MODIFIED FOR GRS 
ABUTMENTS.

BARS AS SHOWN AT 1'-0" MAX. SPA.

OUSTIDE EDGE OF 
CAST-IN-PLACE 
DECK

LONGITUDINAL BARS

END OF DECK

END OF DECK

1'-4"

7"

8" 8"

EXTERIOR EDGE SHEAR CONNECTOR
#4 AT 2'-0" MAX.

 EPOXY COAT BARS

31 2"

6"

EXTERIOR EDGE
OF PRESTRESSED
BOX GIRDER

M
IN

EXTERIOR EDGE
OF PRESTRESSED
BOX GIRDER

6" M
IN 6" M
IN

EXTERIOR EDGE
OF PRESTRESSED
BOX GIRDER

3" LONGITUDINAL BARS

EXTERIOR EDGE
OF PRESTRESSED
BOX GIRDER

END OF
PRESTRESSED
BOX
GIRDER

FRONT FACE
OF PARAPET

SHOWING REINFORCEMENT CAST INTO PRESTRESSED BOX GIRDER
PARAPET AND DECK ARE SHOWN FOR CLARITY

5" SPA. AT 2'-0" MAX.

11

END OF
PRESTRESSED
BOX GIRDER

BOTTOM OF
DECK OVERHANG

TOP OF
PRESTRESSED
BOX GIRDER OUTSIDE ELEVATION

PLAN

11

SHOWING REINFORCEMENT CAST INTO PRESTRESSED BOX GIRDER
PARAPET AND DECK ARE SHOWN FOR CLARITY

APPROVED:
DATE:

STANDARD

PRESTRESSED BOX
GIRDER DETAILS 5
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