
UTILIZE EXIST. REINF.

MIN.
LAP

UTILIZE EXIST. REINF.

B.F. ABUT.

TOP OF OVERLAY

4"

EXIST. CONC. TO REMAIN IN PLACE.

TOP OF EXIST. SLAB

B.F. ABUT.

MATCH EXIST. SPACING

  (SPANS 1 & 3)

 HAUNCH @ PIERS.
  SLAB.

(REQUIRED ONLY FOR FULL DEPTH DECK REPAIR)

OPT. LONGIT.
CONST. JT.

OPT. LONGIT.
CONST. JT.

JOINT REPAIR - SEE
DETAILS BELOW.

REMOVE TO SOUND
CONCRETE.

C/L PIER.

LIMITS OF REMOVAL TO BE
DEFINED BY A 1" DEEP SAW CUT.

C/L EXIST. LONGIT.
CONSTR. JOINT.

SYM. ABOUT THIS POINT
BY ROTATION OF 180°.

C/L SPAN 2.

C/L EXIST. LONGIT.
CONST. JOINT.

CONCRETE IN THIS AREA TO
BE REMOVED IF FULL DEPTH
DECK REPAIR IS REQUIRED.

BID ITEMS

C/L EXIST. LONGIT.
CONSTR. JOINT

C/L RDWY.  

4"

C/L ABUT.

C/L SPAN 2.

C/L ABUT.

LIMITS OF REMOVAL TO BE DEFINED BY
A 1" DEEP SAW CUT.

C/L PIER.

REMOVAL LIMIT OR CONST. JOINT
FOR FULL DEPTH DECK REPAIR.
LEAVE CONST.  JOINT ROUGH.

SLOPE    % SLOPE    %

CONCRETE IN THIS AREA TO
BE INCLUDED IN BID ITEM
"CONCRETE MASONRY BRIDGES"
IF JOB REQUIRES OTHER
"CONCRETE MASONRY BRIDGES".
OTHERWISE INCLUDE IN BID ITEM
"CONCRETE MASONRY OVERLAY
DECKS".

SY

LB

CY

CY

OPTIONAL LONGIT.
CONST. JT.

JOINT REPAIR

BAR STEEL REINFORCEMENT HS COATED STRUCTURES

CONCRETE MASONRY BRIDGES

CONCRETE MASONRY OVERLAY DECKS
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(12 OF SPAN 2)

HALF PLAN SHOWING BOTTOM BAR STEEL REINF

HALF LONGIT. SECTION

TOTAL ESTIMATED QUANTITIES

HALF PLAN SHOWING TOP BAR STEEL REINF.

CROSS SECTION THRU ROADWAY LOOKING EAST

TYP. SECTION THRU JOINT

APPROVED:
DATE:

STANDARD

LONGIT. CONST.
JOINT REPAIRS

40.05
7-16Laura Shadewald


