
TWO, 12'-6" LONG
12 GAUGE THRIE
BEAMS, NESTED

ANCHOR ASSEMBLY FOR
BEAM GAURD

END OF DECK OR
ABUTMENT WING

THRIE BEAM TERMINAL END

SYM. ABOUT C/L 

NAME PLATE
(WHEN TRANSITION ENDS ON ABUT.  WING)

EXPANSION JOINT OPENING

A

A B

B

C

C

D D

FRONT FACE OF
ABUT. BACKWALLAT WING

AT TRANSITION

ALL SLOPED FACE PARAPET "B" REINFORCEMENT ARE NO. 4 BARS UNLESS
OTHERWISE SHOWN.

PLATE REQUIRED WHEN DEFLECTION JOINTS ARE REQUIRED. IF CONSTRUCTION
JOINTS IN PARAPETS ARE USED, PLATE SEPARATORS SHALL BE OMITTED.
DEFLECTION JOINTS ARE REQUIRED ON SLAB SPAN STRUCTURES ONLY.

OPTIONAL CONSTRUCTION JOINTS IN THE PARAPETS MAY BE USED. RUN BAR
REINFORCEMENT THRU THE JOINT. LAP LONGIT. BARS A MIN. OF 2'-11".
MIN. JOINT SPACING OF 80'-0". DEFINE CONST. JOINT WITH A 1" 'V' GROOVE.

CONST.  JOINT - STRIKE OFF AS SHOWN & FINISH WITH A WOODEN TROWEL.

FILL WITH NON-STAINING GRAY
NON-BITUMINOUS JOINT SEALER

'V' GROOVE TY
P.

156°-3
0'

6" X 8"
JUNCTION BOX

8" X 8"
JUNCTION BOX

SEE SECTION B FOR DETAILS UNLESS
OTHERWISE SHOWN OR NOTED

BAR 

NO. 5 BARS

BAR    @ 9"

NO. 5 BARS

PPT. AREA = 2.25 SQ. FT.
WT. = 338 LB./FT.

BAR    @ 9"

1'
-7

"

R = 10" MAX.

TOP OF SLAB
ON BRIDGE

NO.  5 BARS

NO.  5 BARS

BAR    @ 9"

1'
-7

"

BAR    @ 9"BAR LENGTH
A 4'-10"
B 4'-7"
C 4'-3"
D 4'-4"
E 4'-4"

155°

125°

2"
 R

.

28°

2"
 R

.

161°

28°

166°-30'

PARAPET
AREA
WEIGHT

2.25 SF
338 LB/FT

3
4" CHAMFER, TYP.

1'-8" 8" 2"

2'-0"

9"

31 2"

313
16

"

313
16

"
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11
"
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2'
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-7
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10"

2'
-0

"

1'-0"

1'-5"

1'-8 1
2 "

21 2"
 R

.

1'-5"

1'-8 1
2 "

1
8" PLASTIC OR

ZINC PLATE

1"

1
2"

5"

4"

11 4"

2'
-8

" 2"

2"
9"

9" 2" 7"

1'
-1

3
4"10
"

3"

5"

4"

11 4"

2'
-8

"

9"

2"

2"

9" 2" 7"

1'-6"

1'
-1

3
4"

3"
10

"

THIS SECTION WITH 31
2" DIA.

CONDUITS ONLY

31
2" O.D.

CONDUIT

6"

4"

10"
1'-7"

7"2"

AT DEFLECTION AND
CONSTRUCTION JOINT

BAR A BARE

BARB

BAR C

BAR D

A

B

C

FOR 34" "V" -

A

E

BAR D

PART PLAN ON PARAPET

SECTION A SECTION B SECTION B1

SECTION C SECTION D

ELEVATION OF PARAPET

NOTES

SEE STD. 17.02

GROOVE DETAILS

1'-6"

APPROVED:
DATE:

STANDARD

SLOPED FACE PARAPET 'B'

40.15
7-23Laura Shadewald


