
ADJUST LOCATIONS OF BARS TO ALLOW
PLACEMENT OF ANCHOR ASSEMBLY FOR
RAILING AND BEAM GUARD (WHEN REQ'D.).

C/L OF ANCHOR ASSEMBLY
FOR THRIE BEAM. SEE
"GENERAL PLAN" SHT.
FOR WING LOCATIONS.
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RAILING WEIGHT = 30 LB/FT

DETAILS LIMITED TO SKEWS < 40°.

SEE STANDARD 40.25 FOR RAILING DETAILS
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NAME PLATE. FOR LOCATION
SEE "GENERAL PLAN" SHT.

BENCH MARK CAP (WHEN SUPPLIED). AVOID
PLACING A BENCH MARK CAP BELOW A RAIL
OR FENCE SYSTEM THAT IS ATTACHED TO
THE TOP OF THE PARAPET.
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OPTIONAL CONSTRUCTION JOINTS IN THE PARAPETS MAY BE USED.
RUN BAR REINF. THRU THE JOINT. LAP LONGIT. BARS A MIN. OF 1'-5".

MIN CONSTR. JT. SPACING OF 80'-0".  DEFINE CONSTR. JT. WITH A 3 4" "V"-GROOVE.

FOR TYPE A1 ABUT., USE 12" FILLER
TO TOP OF PARAPET. SEE STD. 12.01/12.02
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FORM 78" DIA. HOLES IN CONCRETE WITH
PIPE SLEEVE, 15

16" DIA. HOLES IN RAILS
WITH HEX NUT AND WASHERS FOR
3 4" X 1'-1" LONG ROUND HEAD BOLTS
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ANCHOR BOLTS FOR RAIL POSTS
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